
Customer:  

SUMMARY TEST DATA 

ON 

SDLVA-2G18G-50MV-100-NRF 

PL44008/2404 

Tested By: RCombs 
--------------- --------------

so No:  

Model No: SDLVA-2G18G-50MV-100-NRF 

Serial No: PL44008/2404 

TEST 
PARAMETERS 

ITEM NO. 

I Frequency: 

2 Flatness: 

3 T S S: 

4 VS WR: 

5 Power Input: 

6 Log Slope: 

7 Log Range: 

8 Log Linearity•: 

9 Log Linearity•: 

10 Log Offset: 

11 Pulse Range: 

12 Rise Time: 

13 Fall Time: 

14 Recovery Time: 

15 DC Supply: 

Temper at u re: +25° C +65° C -30° C 

Date: 1/30/2024 

Drawing No: 27645460 Rev: 

SPECIFIED VALUE TEST RESULTS 

2.0 GHz- 18.0 GHz 
2.0 GHz - 18.0 GHz 

See Plots 

± 2.0 dB Maximum 
±1 dB 25°C 

See Plots 

-69 dBm Minimum -71 dBm

2.0:1 1.6: J 

(Input ) (Input) 

+17 dBm CW Maximum Pass 

50 mV/dB(±l.5mV) JO0Q 
49.6 mV/dB 25°C 

See Plots 

-67 to +5 dBm
-67 to +5 dBm

See Plots

± 1.0 dB (25°C) 
±0.8 dB 

See Plots 

±1.35 dB (-30°C / +65°C) 
±0.9 dB 

See Plots 

0mV± I00mV 50.0 mV 

30 ns to CW Pass 

10 ns (6 ns Typical) 9.0 ns 

40 ns Typical 47.3 ns 

60 11S Typical 67.2 ns 

+15V or+l2V@350 mA +12V@261 mA

'-15Vor -l2V@ 180 mA -12V 1@99 mA

P' 11 
•Log reference line from 200mV@ -67d

;D
m to m

u
@ +5 , with a 50mV/dB log slope 
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