Quantic PMI SUMMARY TEST DATA
PLANRR MOHOLITHICS ON

PS-200M4G-12B-SFF

Customer: Tested By: K. Mansfield

Job No: Temperature: +25°C

Model No: PS-200M4G-12B-SFF Date: 3/22/2024

Serial No: PL45155/2412 Drawing No: 27644180

Data Taken at -10 dBm Input Power

Rev: A1 .

Test — QA
Parameters |
ltem No. Specified Value Test Results Qc
il Frequency Range: 200 MHz to 4.0 GHz 200 MHz to 4.0 GHz ng
2 Control: 12Bit TTL Pass \
) ) . 8.03 dB
Insertion Loss: 10.5dB Typical See Plot \
. ° 359.9°
Phase Shift: 360 See Plot
0.1°
Phase Accuracy: $0.5° Typical -0.12°
See Plot
Switching Speed: 500 ns Max. See Typical Characteristics
P —— +15V 188 mA @ +15 V pMmi
PRl 15V 30mMA@-15V QA2
A e
QA/QC Approval: QA2 Date: 5/'25 /2. oY

7309-A Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com




QuqntiC" PMI SUMMARY TEST DATA PL45155/2412
PLAHNAA MONAOLITHKICS ON

PS-200M4G-12B-SFF

Insertion Loss at Phase Settings
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