SUMMARY TEST DATA

ON
PDC-800M2D5G-6C-SFF-50W
81996
Customer: Tested By: E. Kretz
SO No: Temperature: +25°C
Model No: PDC-800M2D5G-6C-SFF-50W Date: 08/24/18
Serial No: 81996 Drawing No: 27625702 Rev: A1
Part No:
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
1 Frequency Range 0.8TO 25GHz 0.8 TO 2.5 GHz Q}:\HZ
) <0.5dB 0.15dB
2 Insertion Loss (Excluding Coupled Power) (See Plot)
) 1.12:1
3 VSWR £1.20:1 (See Plot)
e " 32dB
4 Directivity 20 dB Minimum (See Plot)
. 6+0.35dB
5 Coupling 6=+1.0 dB (See Plot)
pa +0.2dB
6 Frequency Sensitivity =+0.7 dB (See Plot)
. Average <50 W Average <50 W
v PR uRg Peak <1 kW Peak <1 kW
8 Impedance 50Q 50 Q EL“ l
7 P /
QA/QC Approval: %~ j‘ﬂ/éﬂﬂ 02 Date: &/ 2y L

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731

Email: sales@pmi-rf.com




SUMMARY TEST DATA
ON
PDC-800M2D5G-6C-SFF-50W

INSERTION LOSS
INPUT/QUTPUT RETURN LOSS

File View Channel Sweep Calibration Trace Scale Marker System Window Help

Stimulus Stat [[800.000000 MHz st (SN |
Fooo  [HENEETRETRRNRRES *1: 142050 GHz | 26597 8|

10,0048/ 10.00 & Z IO G 2533908
0.00dB  Logh po.oo

dB | 1000

00048 LogM) |o o9

Ho.00
leo.00
1 f— =
130.00 e
— N —
[40.00
150.00
Chi: Start 800.000 MHz == Stop 2.50000 GHz

j 6 1
Fo.00 - E T2165() GHz _ |-1.3700d8] |
M0 .00
h0.00
b0 00

10.00
0.00

2483060 GHz =tigdtde] |

]

_ 0,00dB/ |
10008 Loght

-10.00
+20.00
-30.00

140.00
H50.00

>Chi: Start 800.000 MHz == Stop 2.50000 GHz \
Cot_ CH1: [NSERTIONLOSS |C 2Pon LCL
COUPLING

INPUT/COUPLED RETURN LOSS

File View Channel Sweep Calibration Trace Scale Marker System Window Help

Stimulus Stait [[800.000000 MHz Stal _ J5
Fooo | IMNCHUNERRINEN >1: |B00.00000)MHz | 28.153dB]
140.00 LK THATOGHE BRI ED
.00
| po.oo

10.00
0.00

+10.00
120.00
180.00

140.00
190.00

Chi: Start 800.000 MHz == Stop 2.50000 GHz
T

150,00 >1:  |800.00000) MHz -6.3524dB

| oo | — 209206 BHr—— 58542
0.00
£0.00

10.00
0.00

-10.00
+20.00
130,00

140.00
H50.00

~ i

#Ch1: Start 800.000 MHz == Stop 2.50000 GHz

Cont. CH1: [DUPLING |C 2-Pont LCL

81996

Email: sales@pmi-rf.com

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731




SUMMARY TEST DATA
ON
PDC-800M2D5G-6C-SFF-50W

81996

DIRECTIVITY
OUTPUT/COUPLED RETURN LOSS

File View Channel Sweep Calibration Trace Scale Marker System Window Help

St [o00000000MH: [5] St

Stimulus

-26.931dB
ECRET )

[ e e — H“‘-\-«__‘—"‘—ﬂ—_____.—f—-"f

|s0.00
SCRT: Stail 600,000 MHz — — Siop 2.50000 GHz
==z T i i ]
| Fooo  |IDIEEENEN % 163300 GHz 0971548
.00 75000 et 2T
.00
bo oo
0.00
0.00
10.00
|20.00
20,00
; | -|_ | ——
Lo 00
Lo,
Ch: Start 600,000 MHz — Siop 2.50000 GHz
Cont. CH1: INPUTRETURNLOSS]C 2-Port LCL I

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com




