SUMMARY TEST DATA
ON
PDC-800M2D5G-10C-NFF-60W

92109
Customer: Tested By: _Garrett Radtke
SO No: Temperature: +25°C
Model No: PDC-800M2D5G-10C-NFF-60W Date: 01/30/19
Serial No: _ 92109 Drawing No: 27625763 Rev: A1
Part No: _
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS ac
1 Frequency Range 0.8 TO 2.5 GHz 0.8 TO 2.5 GHz m
. <0.5dB 0.14 dB
2 Insertion Losa (Excluding Coupled Power) (See Plot)
_ 1.25:1
3 VSWR <1.25:1 (See Plot)
re . 24.43 dB
4 Directivity 20 dB Minimum (See Plot)
: +£0.73dB
8 Coupling 10<+0.8 dB (See Plot)
6 Frequency Sensitivity <+0.7 dB * 0.65dB
(See Plot)
: Average <60 W Average s60 W
7 Power Handling Peak <1 KW Peak <1 kW
8 Impedance 50 Q 50 Q 47

L4

Pt
QA/QC Approval: W oA'  pate: a,/l/l?
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SUMMARY TEST DATA
ON
PDC-800M2D5G-10C-NFF-60W

INSERTION LOSS AND VSWR

92109

File Trace/Chan Response Marker/Analysis Stimulus Utility Help

Channel 1 Start Frequency | 800.000000 MHz E] o
Ti 1 INPUT RETURN LODS... . 5\WH 0.500U/7 1.25U Tr 2 OUTPUT RETURM LO... . SWR 0.5000/ 1.280
575 iz -

FEIVE 1.08

525 23306
475 > 255 6l Data->Memory
425
378 Normalize
325 -
275 Data Math ’
2%  [Data / Mem
175

Chi: Stait 800.000 MHz —— ——

T 11SERTIDH 055 Looh 0170087 05048 ® Data Trace
4 | G0UNHN: 05 &
110 - 2103 Gz 063d3

0
030 ¢ Memory
Trace
070
050 - Data and
030 Memory
o010
010
-0.30
050 J‘*‘f.i_i__, T (e | e ([ IS [P :
o ] Favarites
2 >CHI: Stat GOOOODMHz — - — —
Cont. CH1: INSERTIONLOSt C 2-Port LCL
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SUMMARY TEST DATA
ON
PDC-800M2D5G-10C-NFF-60W

92109
COUPLING AND FREQUENCY SENSITIVITY
Filo Trace/Chan Response Marker/Analysis Stimulus Utiity Help |
T 1NFUT RETURN LS., SWh 050007 G000 Tr 2 OUTFUT AETURN LO.._, 5WA 050007 0000 S
T 1.319]3Hz 123
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1 >Ch: Slarl 800.000 MHz — — Stop 250000 GHz
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Tt 3 COUPLING LooM 0.500d8/ -7.0048
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Chi: Stat B0.000 HHz — Slop 250000 GHz
Cont.  CH1: INPUTRETURNL C 2-Port
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SUMMARY TEST DATA
ON
PDC-800M2D5G-10C-NFF-60W

92109

DIRECTIVITY AND VSWR

File Trace/Chan Response MarkerfAnalysis Stimulus Utiity Help

— e
T 1 IHPUT RETURN LDS... . SWA 1.00607 1.000 Tr 2 OUTPUT RETURN LO.... 5\WA 1.0000/ 1.00U

£0.08

T2 B2 8
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-45.00

60.00

5500 |

6000
2 Chi: Stat B00.000MHz — Slop 260000GHz |

Cont. CH1: DIRECTIVITY /W C 2-Port LCL
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