DESCRIPTION

PMI MODEL PLVA-6G18G—40-1
OPERATE BETWEEN THE 6 TO 18 GHz FREQUENCY RANGE.

IS A DETECTOR LOG VIDEO AMPLIFIER DESIGNED TO

DETECTORS AND INTEGRATED VIDEO CIRCUITRY FOR HIGH SPEED PERFORMANCE AND

OUTSTANDING RELIABILITY.

MIC/MMIC TECHNOLOGY.

SPECIFICATIONS

FREQUENCY RANGE: ---- -

-6 TO 18 GHz

e FREQUENCY FLATNESS: .- -- + 1.0 dB MAXIMUM
® LOGGING RANGE: - -—40 TO 0 dBm MINIMUM
e USEFUL RANGE: -~ - -—40 TO +5 dBm
® LOG LINEARITY ERROR:  --- -+ 0.5 dB MAXIMUM (ROOM TEMPERATURE)
+ 1.0 dB AVERAGE (—40°C TO +85°C)
e |OG SLOPE:- -+ - -50 mV/dB (£4% OF AVERAGE SLOPE)
e PULSE RESPONSE: - --... .. 50 ns TO CW
e TEMPERATURE STABILITY: - -+ 1.0 dB MAXIMUM (—40°C TO +85°C)
e RISE TIME: -+ -+ -20 nSec MAXIMUM
® SETTLING: - oo -45 nSec MAXIMUM
e RECOVERY TIME: -~ - 150 nSec TYPICAL
300 nSec MAXIMUM
© TSS: - —42 dBm MINIMUM
® VSWR:- - -5.0:1 MAXIMUM
o MAX RF INPUT:- - -+15 dBm
e DC SUPPLY:
+Veo -+12v @ 75 mA MAXIMUM
=V —12Vv. @ 75 mA MAXIMUM
© SIZE: - 2.20" x 1.50" x 0.40”
ENVIRONMENTAL RATINGS

o TEMPERATURE:

—40°C TO +85°C (OPERATING)

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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