FORM: 010-PS-DTA 10/03/03

PLANAR MONOLITHICS INDUSTRIES

7311G GROVE ROAD, FREDERICK, MD21704
TEL: 301-631-1579 FAX: 301-662-4938

hitp://www.pll lithics.com/pmi/
SUMMARY TEST DATA
ON
8 BIT PHASE SHIFTER
CUSTOMER: JOB NO: P409036
MODEL NO: PS-12-360-QQ1470 TESTED BY: R.AFABLE
OPTION NO: TEMPERATURE: 25°C
SERIAL NO: PM411601 DATE: 12/29/04
TEST
ITEM PARAMETERS MEASURED REMARKS QA/QC
VALUE
NO:
1 FREQUENCY 1.0 GHz TO 2.0
RANGE: GHz
RF IMPEDANCE
2 (NOMINAL): 50 Ohm
o . +15V@ 77 mA
3 VOLTAGE: 15V @ 44 mA
4 PHASE SHIFT (MIN): 362°
5 STEP SIZE (LSB): 1.4° TYP.
INSERTION LOSS
6 5.49 dB
MAX):
AMPLITUDE RIPPLE
7 +1.04 dB
(MAX): +1.0
8 SWITCHING SPEED: <200 nS (10% TO 90% OF PHASE SHIFT)
9 MONOTONICITY GUARANTEED
RF POWER
10 | OPERATING): 10 mW
NOTE: Any additional test data on
back
TESTED ON: ;L 3
QA/QC L_____, / /A —
APPROVAL: DATED: / 9/ 7%
7 / [ T
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FORM: 010-PS-DTA 10/03/03

PLANAR MONOLITHICS INDUSTRIES

7311G GROVE ROAD, FREDERICK, MD21704 '
TEL: 301-631-1579 FAX: 301-662-4938
http://www.planarmonolithics.com/pmi/

SUMMARY TEST DATA
ON
8 BIT PHASE SHIFTER
CUSTOMER: ' JOBNO: P409036
MODEL NO: _PS-12-360-QQ1470 TESTED BY: R.AFABLE
OPTION NO: TEMPERATURE: 25°C
SERIAL NO: PM411602 DATE: 1/29/04
TEST
ITEM PARAMETERS MEASURED REMARKS QA/QC
VALUE
NO:
. FREQUENCY 1.0 GHz TO 2.0
RANGE: GHz
RF IMPEDANCE
2 NOMINAL): 50 Ohm
. +15V @ 78 mA
3 VOLTAGE: v e
4 PHASE SHIFT (MIN): 3620
5 STEP SIZE (LSB): 1.4° TYP.
INSERTION LOSS
6 5.79 dB
(MAX): ?
AMPLITUDE RIPPLE
7 +1.35 dB
(MAX): +
8 SWITCHING SPEED: <200 nS (10% TO 90% OF PHASE SHIFT)
9 MONOTONICITY GUARANTEED
RF POWER
10 | (OPERATING): 10 mW
NOTE: Any additional test data on
back
TESTED ON: M 8722D

QA/QC
APPROVAL: X/ oo DATED: _/_ / 2 // os



sgorwara
Rectangle


C

FORM: 010-PS-DTA 10/03/03

(L
AT
EPMI)

4

AN AT A )
X7 T

W\

PLANAR MONOLITHICS INDUSTRIES

7311G GROVE ROAD, FREDERICK, MD21704
TEL: 301-631-1579 FAX: 301-662-4938
http://’www.planarmonolithics.com/pmi/

SUMMARY TEST DATA
ON
8 BIT PHASE SHIFTER
CUSTOMER: ‘ JOB NO: P409036
MODEL NO: PS-12-360-QQ1470 TESTED BY: R.AFABLE
OPTION NO: TEMPERATURE: 25°C
SERIAL NO: PM411603 DATE: 1/25/04
TEST
ITEM PARAMETERS MEASURED REMARKS QA/QC
NO: VALUE
. FREQUENCY 1.0 GHz TO 2.0
RANGE: GHz
RF IMPEDANCE
2 (NOMINAL): 50 Ohm
' +15V @ 86 mA
3 VOLTAGE: 15V @ 56 mA
4 PHASE SHIFT (MIN): 364°
5 STEP SIZE (LSB): 1.4° TYP.
INSERTION LOSS
6 5.28 dB
(MAX):
AMPLITUDE RIPPLE
7 +1.04 dB
(MAX): T
8 SWITCHING SPEED: <200 nS (10% TO 90% OF PHASE SHIFT)
9 MONOTONICITY GUARANTEED
RF POWER
10 | (OPERATING): 10 mW
NOTE: Any additional test data on
back
moons . HIE7Z2D
TESTED ON: A &
L b
APPROVAL: _ DATED: ¥/
T~ ==
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