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BROADBAND THRESHOLD DETECTOR

CUSTOMER: _ DATE: 01/Nov/2006
JOB NO: TECHNICIAN: Loc Chau
MODEL NO: CDT-2M18-30-BB IR SPECIFICATION: NONE
SERIALNO: PM610472  ( SAamPLE) OPTIONNO: DE&D
POWER SUPPLY: +15V @ 92mA;-15V @ 35mA FREQUENCY RANGE: 0.002 - 18 GHz
ANALOG OUTPUT VOLTAGE VS. INPUT POWER
FREQUENCY
POWER 2 MHz 20 MHz 200 MHz 1 GHz 2 GHz 6 GHz 10 GHz 14 GHz 18 GHz
IN (mV) (mV) (mYV) (mV) (mV) (mV) (mV) (Mv) (mV)
-30 dBm 2.4 2.4 2.1 2.2 2.3 22 2 1.8 1.9
25 dBm 6.9 6.9 6.2 6.4 7 6.5 6.2 55 5.9
20dBm | 21.4 212 19.2 20.2 21.9 19.9 19.1 16.3 17.8
-15 dBm 69 68.5 61 64 69.7 62.9 60 51.1 55.5
10aBm | 219 217 198 207 229 197 187 164 169
-5 dBm 693 687 618 646 715 598 559 496 496
0 dBm 1720 1710 1576 1625 1762 1542 1420 1314 1271
NOTE: Any additional test data on back
o PARAMETERS: SPECIFIED VALUE MEASURED VALUE | REMARKS QA/QC
1 VSWR IN 1.90:1 MAXIMUM L67:1
VSWR OUT 1.90:1 MAXIMUM 1761
THRU PATH INSERTION
2 LOSS 2.5 dB MAXIMUM L85 dB
3 POWER RANGE 30 TO+0dBm (10
(MINIMUM) kHz, VIDEO BW) -30 TO +0 dBm
4 THRESHOLD LEVEL 0 TO 2.5 VDC 0T0 2.5 VDC
5 DETECTED OUT 0 TO 2.5 VDC 0T0 2.5 VDC
TESTED ON:
AGILENT N5230A ‘
QA/QC APPROVAL: Qﬁ DATED: \ / ?I
LI [ ( ~
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