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SUMMARY TEST DATA 
 

  
 

 
 

 
 

TEST ITEM 
 NO. 

PARAMETERS SPECIFIED VALUE MEASURED VALUE REMARKS 
QA/QC 

 
1 

 
Frequency Range: 

 
13.4 GHz to 14.2 GHz 

 
13.4 GHz to 14.2 GHz 

 

 
2 

 
Insertion Loss: 

 
1.3 dB Max.  

 

 
Pass 

 

 
3 

 
Input & Output 

 Return Loss (-10 mA 
Condition): 

 
-15 dB Max. 

 
Pass 

 
 
 

 
4 

 
Peak Input Power 

Level: 

 
75 W @ Switch (300 nS 

Pulse) 
20 W @ Limiter (2 uS 

Pulse) 
 

10 W CW @ Switch 
1 W CW @ Limiter 

 
 
 
 

Pass 

 

 
5 

 
Leakage Power: 

 
+20 dBm Max. 

 
Pass 

 

 
6 

 
Switching Bias 

Condition: 

 
+10 mA (HIGH LOSS) 
-10 mA (LOW LOSS) 

 
Pass 

 

 
7 

 
Rise Time (Input CW 

Power < 1 dB 
Compression Point): 

 
20 nS Max. 

 
Pass 

 

 
8 

 
Fall Time (Input CW 

Power < 1 dB 
Compression Point): 

 
20 nS Max. 

 
Pass 

 

 
9 

 
Blanking Isolation: 

 
40 dB Min. 

 
Pass 

 

 
10 

 
Recovery Time (RF 
Power High to Low 

within 1 dB): 

 
100 nS Max. 

 
Pass 

 

 
 
 
Production Manager Approval:                                                           Date: ___________ 
 
 
QA/QC Approval:                                                                                  Date: ___________ 
 
 
 
 
 
 

Customer :  
Job No : SO10-081 
Model No : PSL-13D414D2-CD-PP 
Serial No : PL8039-8088/1036                     

Tested By : D. Vescuso 
Temperature : +25°C 
Date  : 10/04/10 
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Typical Insertion Loss and VSWR Plot 
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Typical Blanking Performance Plot 
 
 
 

 


