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DESCRIPTION

PMI MODEL PS—90-6012—HS15NS IS A HIGH SPEED 6 TO 12 GHz FREQUENCY
RANGE, O TO 180 DEGREE, MINIATURE, BI—PHASE MODULATOR/PHASE SHIFTER WITH
TTL CONTROL LOGIC (ECL LOGIC IS AVAILABLE).
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SPECIFICATIONS

FREQUENCY RANGE:- -6 TO 12 GHz
INSERTION LOSS:- -2.5 dB TYPICAL é PLANAR

MONOLITHICS

3.0 dB MAXIMUM . m INDUSTRIES

PHASE SHIFTER
-2.0:1 TYPICAL 2 MODEL. NO: "
PS-80-6012-HS15NS

2.5:1 MAXIMUM SERIAL NO:
PLXXXX/XXXX
-+20 dBm OPERATING

AN
15 ns TYPICAL ON/OFF _'@—EVGNDHSV (IJ

0.09

0.5 WATT CW, 1 usec PULSE WIDTH SURVIVAL 3
20 dB TYPICAL Jﬁ ?
.45 VDC @ 75 mA MAXIMUM 50.030 SOLDER PIN GND OUNTING. SURFAGE

-5 VDC @ 20 mA MAXIMUM 2 PLACES GP=GOLD PLATED
1.0” x 1.0 x 0.5" 1.00 P=PAINTED

WEIGHT: - i . <2 OUNCES

FINISH: - -PAINTED GRAY ' hd

SMA FEMALE
CONNECTOR
2 PLACES

PLANAR MONOLITHICS INDUSTRIES, INC.

ENVIRONMENTAL RATINGS 7311-F GROVE ROAD

FREDERICK, MARYLAND 21704 USA

o TEMPERATURE: - -+ -+ -+ —55'C TO +85°C (OPERATING) TEL: 301-662-5019 FAX: 301-662-1731 PMI:
—65'C TO +125°C (STORAGE) WEBSITE: www.pmi-rf.com

E-MAIL: ~sales@pmi-rf.com RN EZA A4
o HUMIDITY: MIL-STD—202F, METHOD 103B : ISO 9001:2008 CERTIFIED N4
e SHOCK: MIL—STD—202F, METHOD 213B . TmEe PRODUCT FEATURE
« VIBRATION: MIL—STD—202F, METHOD 204D : Jr— e
o ALTITUDE: MIL-STD—202F, METHOD 105C : TN PS—90—6012—HST5NS
11/17/11 —
o TEMPERATURE CYCLE: - - - MIL—STD—202F, METHOD 107D : ALL DINENSIONS ARE IN INCHES | /17/41]6 TO 12 Ghiz, BI-PHASE MODULATOR/PHASE SHIFTER

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE TOLERANCES:
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION XXX 10020 Al 05XQO0 27015681 A
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