REVISIONS

D E S C RI PTI O N : DESCRIPTION DATE APPROVED

PRELIMINARY 3/6/18
PMI MODEL: PMC-12G13G-1D6-SFF IS A MONOPULSE COMPARATOR OPERATING OVER THE 12.0 TO 13.0
GHz FREQUENCY RANGE THIS MODEL OFFERS A MAXIMUM 1.6 dB INSERTION LOSS WHILE MAINTAINING
A MAXIMUM AMPLITUDE BALANCE OF +0.5 dB AND A MAXIMUM PHASE BALANCE OF +5°.

MECHANICAL OUTLINE

SPECIFICATIONS @

FREQUENCY RANGE: 12.0 GHz TO 13.0 GHz
NOMINAL SPLIT: 6.02dB

INSERTION LOSS: 1.6 dB MAXIMUM
ISOLATION: 18 dB MINIMUM
AMPLITUDE BALANCE: £0.5 dB MAXIMUM j VonoLTHS '
PHASE BALANCE: £5° MAXIMUM 1 FNNEAY  INDUSTRIES E/’////Il -

2GHz TO 13 GH |
VSWR: 1.5:1 MAXIMUM MONC1)PULSZE COMPARZATOR 1[(?2% T?gg] ??ggl ?:?

POWER HANDLING: AVERAGE: 10 WATT MAXIMUM (PORT A, B, C & D) - MODEL NO: ——
PEAK: 0.1 kKW MAXIMUM ‘ PMC-12613G-106-FF Bl
IMPEDANCE: 50 Q SERIAL NO:

PLXXXOXUXXXX
CONNECTORS: SMA FEMALE

SIZE: 88.49 mm x 88.49 mm x 11 mm
3.48" x 3.48" x 0.43" 52,80
EXCLUDING CONNECTORS [20.11]
FINISH: BLUE EPOXY POLIMIDE COATING IAW THRU

ELA AZZ
MIL-C-22750, TYPE | OVER EPOXY POLIMIDE 4PLCS
| |

PRIMER IAW MIL-P-23377, TYPE |, CLASS 1 OR 3.
16.99 [0.67]

— 31.50 [1.24] —

50.80 [2.00]
88.49 [3.48]

7
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PLANAR MONOLITHICS INDUSTRIES, INC.
7311-F GROVE ROAD ~ 7

ENVIRONMENTAL RATINGS FREDERICK, MARYLAND 21704 USA

TEL: (301)-662-5019, FAX: (301)-662-1731

. . \
-65 °C TO +125 °C (STORAGE) WEB: WWW-pTS"g'ggr(;‘{ E“é'g'ﬁ;g:;’s@pm"rf-com \

HUMIDITY: MIL-STD-202, METHOD 103B COND. B
SHOCK: MIL-STD-202, METHOD 213B COND. B e PRODUCT FEATURE

VIBRATION: MIL-STD-202, METHOD 204D COND. B APPROVALS DATE 12.0 to 13.0 GHz Monopulse Comparator
ALTITUDE: MIL-STD-202, METHOD 105C COND. B pLomensions - frorn e PMC-12G13G-1D6-SFF

: R - ol CES:
TEMPERATURE CYCLE: MIL-STD-202, METHOD 107D COND. A x.xTx Lfg’gg'a [%.020] REDRAWNMg /a8 FSCMNO. DWG NO.
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE X XXX #0.254 [0.010] A 05XQ0 PRELIMINARY

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION PMI CONFIDENTIAL AND PROPRIETARY ISSUED
scate NS SHEET 10F 1

e TEMPERATURE: -55 °C TO +85 °C (OPERATING)




