REVISIONS

DESCRIPTION: pem— Py
PMI MODEL NUMBER PVVAN-0R4G6G-40-MP-1 IS A NON-REFLECTIVE LINEARIZED ORIGINAL RELEASE 01/31/12
VOLTAGE CONTROLLED 40 dB PIN DIODE ATTENUATOR OPERATING OVER THE ECN # 13-0047 5/17/13
FREQUENCY RANGE OF 400 MHz TO 6.0 GHz.

SPECIFICATIONS:

FREQUENCY: 400 MHz TO 6.0 GHz
INSERTION LOSS: 4.0 dB MAX
40 dB MIN
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J3 PIN FUNCTIONS
GND
Analog in
Not Connected

GND
Not Connected

Not Connected 0000000’

2.0:1 MAX Not Connected Q)| cooooooo &

i Not Connected 8 ! EW] 0.88
1.5:1 GOAL Not Connected

SWITCHING SPEED: 10 us MAX Not Connected
Not Connected

CONTROL VOLTAGE: 0 TO +10 VDC (LINEARIZED) t‘\f/’t Connected ITT CANNON DA-15P OR EQUIV.

RY; MATING CONNECTORS PROVIDED
OPERATING INPUT POWER LEVEL: +23 dBm CW ( TYP IP1dB ) Mot Conmacied : Accepts 4—40 UNG SCREW
,7 !

OPERATING VOLTAGE: +/-12VDC . . |
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13 (MALE)

CONNECTORS: 2 SMA (F) & 15 PIN D-SUB . [D]
Shipped with Mating D-SUB

2.00" (L) X 1.81" (W) X 0.88" (H) MADE IN USA \\__

FSCM 05XQ0

3.0 85 A imat ’
0z (85 gm) Approximate ATTENUATOR MOUNTING HOLES,

PAINTED GRAY | 400 MHz TO 6.0 GHz 4X ¢0.120 THRU
9 @
MODEL NO: PVVAN-O0R4G6G-40-MP-1
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SUACF) — (2 PLAGES) PMI CONFIDENTIAL AND PROPRIETARY

ENVIRONMENTAL RATINGS: PLANAR MONOLITHICS INDUS TRIES INC

© TEMPERATURE:: - e erreeeeeerrias -50°C TO +100°C (OPERATING) 7311-F GROVE ROAD

. . FREDERICK, MARYLAND 21704 USA
-65°C TO +125°C (STORAGE) TEL: 301-662-5019 FAX: 301-662-1731
MIL-STD-202F, METHOD 103B COND. B WEBSITE: www. le -rf.com

MIL-STD-202F, METHOD 213B COND. B E- MAILSsO_aJ_e_s_@QmJ_[[_égm
MIL-STD-202F, METHOD 204D COND. B ISO 9001:2008 CERTIFIED

o ALTITUDE: MIL-STD-202F, METHOD 105C COND. B e PRODUCT FEATURE
o TEMPERATURE CYCLE: MIL-STD-202F, METHOD 107 DATE

PWAN—-0OR4G6G—40—MP—1
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION 01/31/12

ALL DIMENSIONS ARE IN INCHES FSCM NO.
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