DESCRIPTION

PMI MODEL: ERDLVA-18G40G--65-50MV IS A DC Coupled Extended Range Detector Log Video
Amplifier. Wide band and small size make this ideal for applications such as: Radar Receivers, Military

and Space, etc. Maximum input level without damage: +15dBm.

SPECIFICATIONS
FREQUENCY RANGE: 18 - 40 GHz

DYNAMIC RANGE: -63 TO +2 dBm

TSS: -65 dBm TYP.
* INPUT VSWR: 251 TYP.

FLATNESS: +2.5 dB MAX.

RISE TIME: 15 ns TYP., 25 ns MAX.

SETTING TIME: 40 ns. MAX

RECOVERY TIME: 300 ns MAX

LOG LINEARITY: +1.3dB TYP 2.0 dB MAX

LOG SLOPE (100 OHM LOAD): 50+4 mV/dB

DC OFFSET (FOR 50 mV/dB) +100 mV NOM
OUTPUT NOISE LEVEL: (130 mV PP) MAX

MAXIMUM INPUT POWER: +15 dBm

VIDEO OUTPUT DRIFT OVER TEMP
AND DYNAMIC RANGE: -0.040 dB/°C TYP

FINISH GOLD PLATING

POWER SUPPLY +12 TO +15V @ 260 mA MAX
-12to - 15V @ 80 mA MAX

ENVIRONMENTAL RATINGS

* TEMPERATURE: e -40 °C TO +85 °C (OPERATING)
-50 °C TO +95 °C (EXTENDED RANGE
OP. TEMP)

STORAGE TEMPERATURE: --- _54 °C TO +100 °C

HUMIDITY: MIL-STD-810F, METHOD 507.4
SHOCK: MIL-STD-810F, METHOD 516.5
VIBRATION: MIL-STD-810F, METHOD 514.5

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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PLANAR MONOLITHICS INDUSTRIES, INC.
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WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com
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