DESCRIPTION:

PMI MODEL NUMBER GMDA-D5459-70 IS A 70 DB DYNAMIC RANGE ERDLVA WITH A 10 BIT
DIGITAL OUTPUT, AND ANALOG OUTPUT. IT IS DESIGNED TO OPERATE OVER THE 5.4 GHz
TO 5.9 GHz FREQUENCY RANGE. OTHER FREQUENCY RANGES CAN BE PROVIDED UPON

REQUEST.

SPECIFICATIONS:
® FREQUENCY:
® DYNAMIC RANGE -

® MAXIMUM RF INPUT -
® VSWR -

® PULSE RANGE:-

e DIGITAL ACCURACY

© RESOLUTION
® BIT COUNT CORRELATION-

® DATA OUTPUT RATE
® CLOCK SIGNAL

© ANALOG OUTPUT BANDWIDTH -

® ANALOG OUTPUT IMPEDANCE -

® ANALOG LOGGING LINEARITY: - = = =
® ANALOG LOG SLOPE-

® FLATNESS -

® POWER SUPPLY:

© CONNECTORS: -

ENVIRONMENTAL RATINGS:

e TEMPERATURE: -

5.4 GHz TO 5.9.0 GHz
-56 dBm TO +14 dBm

+30 dBm

- 2.0:1

250 ns to CW

- +0.2 dB from +14dBm to -36 dBm

+1.0 dB from -37dBm to -52 dBm
+1.6 dB from -53dBm to -56 dBm

- 0.2 dB MAX

Bit count (1023) = +18dBm
Bit count (0) = -66 dBm

10 megasamples / second

10 Mhz, data valid for 20 ns prior to clock
rising edge, and 3 ns after rising edge

10 Mhz MIN
50 ohms

-41.0dB TYP.
-25 mV/dB TYP.
-¥1.0dB TYP.

+15V @ 500 mA MAX
-15V @ 200 mA MAX
+5V @ 500 mA MAX

SMA Female RF in & Analog out
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ANALOG OUT

MADE IN USA
FSCM 71A34

DIGITAL ERDLVA
MODEL NO: GMDA-D5459-70

POWER SUPPLY

DIGITAL OUT

SERIAL NO: _PLXXXXX/XXXX

+5V GND

9 PIN D-subminiature male +/- 15V with 1000pf internal bypass

37 PIN D-subminiature female digital data & clock

Solder pin +5V

. +18°C TO +40°C (OPERATING)

-20°C TO +55°C (STORAGE)

e HUMIDITY: .

- 40 to 60% NON-CONDENSING

100% NON-OPERATING

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

ALL DIMENSIONS ARE IN INCHES
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