DESCRIPTION

PMI MODEL NO. 8SFB200-2500-CD-SFF-DI-DA-HS IS AN 8-CHANNEL SWITCH FILTER BANK THAT OPERATES
OVER THE FREQUENCY RANGE OF 0.2 TO 2.5 GHz.

SPECIFICATIONS

CHANNEL 1 PASSBAND:
CHANNEL 1 REJECTION:
CHANNEL 2 PASSBAND:
CHANNEL 2 REJECTION: ---
CHANNEL 3 PASSBAND:
CHANNEL 3 REJECTION:
CHANNEL 4 PASSBAND:
CHANNEL 4 REJECTION:
CHANNEL 5 PASSBAND:
CHANNEL 5 REJECTION:
CHANNEL 6 PASSBAND:
CHANNEL 6 REJECTION:
CHANNEL 7 PASSBAND:
CHANNEL 7 REJECTION:
CHANNEL 8 PASSBAND:
CHANNEL 8 REJECTION:

0.2TO 0.3 GHz

-60 dBc MIN @ 0.4 TO 3.0 GHz
0.29 TO 0.4 GHz

-60 dBc MIN @ 0.5 TO 3.0 GHz

0.39 TO 0.6 GHz

-60 dBc MIN @ 0.8 TO 3.0 GHz
0.59 TO 0.8 GHz

-60 dBc MIN @ 1.0 TO 3.0 GHz
0.79 TO 1.0 GHz

-60 dBc MIN @ 1.4 TO 3.0 GHz
1.0 TO1.5GHz

-60 dBc MIN @ 1.9 TO 4.0 GHz
1.49 TO 2.0 GHz

-60 dBc MIN @ 2.5 TO 5.0 GHz
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1.99 TO 2.5 GHz
-60 dBc MIN @ 3.0 TO 6.0 GHz

ENVIRONMENTAL RATINGS

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

TEMPERATURE:

HUMIDITY:
SHOCK:
VIBRATION:
ALTITUDE:
TEMPERATURE CYCLE:

-40 °C TO +85 °C (OPERATING)
-40 °C TO +100 °C (STORAGE)

MIL-STD-202F, METHOD 103B COND. B
MIL-STD-202F, METHOD 213B COND. B
MIL-STD-202F, METHOD 204D COND. B
MIL-STD-202F, METHOD 105C COND. B
MIL-STD-202F, METHOD 107D COND. A

ALL DIMENSIONS
ARE IN INCHES [mm]
TOLERANCES:
XXX +0.020
X XXX +0.010
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REVISIONS

ZONE

REV.
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SWITCH FILTER BANK
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