REVISIONS
DESCRIPTION DATE APPROVED

DESCRIPTION ORIGINAL RELEASE 8/21/13

PMI MODEL P1T—500M40G—55—T—292FF IS AN ABSORPTIVE, HIGH SPEED, SINGLE POLE
SINGLE THROW SWITCH CAPABLE OF SWITCHING WITHIN 100 ns. THE FREQUENCY RANGE
IS 500 MHz TO 40 GHz. THIS SWITCH HAS > 55 dB ISOLATION.

TAPPED 2-56, 0.130 DEEP,
4 PLACES

MECHANICAL OUTLINE

SPECIFICATIONS
FREQUENCY RANGE: 500 MHz TO 40 GHz
ISOLATION: 55dB MIN
INSERTION LOSS: 5.5 dB MAX
VSWR IN / OUT: 2.5:1 TYP
INPUT POWER: +20 dBm CW MAX
RF SWITCHING SPEED: 100 ns MAX 00.012 x 0.040"
(10% TO 90% RF) RF PIN

2 PLACES
DC VOLTAGE: 45 V =
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CONTROL SIGNAL: TTL COMPATIBLE

0 VDC ON
+5 VDC OFF MODEL NO: P1T-500M40G-55-T-292FF

SERIAL NO: PLXXXXX/XXXX

CONNECTORS IN/OUT: 2.92 mm (F)

SIZE: (L) 1.0” X (W) 1.0" X (H) 0.5" 90025 PIN, 3 PLACES

FINISH: PAINTED GRAY s e
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L 0150 X 3 PLACES

PMI CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUSTRIES, INC.

ENVIRONMENTAL RATINGS 7311-F GROVE ROAD

FREDERICK, MARYLAND 21704 USA
o TEMPERATURE:————— —40°C TO +85°C (OPERATING) TEL: 301-662-5019 FAX: 301-662-1731

—55'C TO +125°C (STORAGE) WEBESK/Il'EI:L\./VWW.Qmi-r'f.Cqm

ISO 9001 CERTIFIED

TME

NOTE: SPECIFICATIONS WILL VARY DVER OPERATING TEMPERATURE

NOTE! THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION DATE PRODUCT FEATURE

P1T—500M40G—55—T—292FF
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