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PRELIMINARY 8/1/18
PMI MODEL: LNA-40-10M300M-1D0-17-5-SFF IS A LOW NOISE AMPLIFIER OPERATING OVER THE 10 TO 300
MHz FREQUENCY RANGE. THIS MODEL OFFERS A MINIMUM GAIN OF 40 dB WHILE MAINTAINING A MAXIMUM
NOISE FIGURE OF 1 dB. THIS COMPACT MODEL IS OUTFITTED WITH SMA CONNECTORS.

SPECIFICATIONS MECHANICAL OUTLINE

FREQUENCY RANGE: 10 TO 300 MHz
GAIN: 40 dB

OP1dB: +17 dBm l~— 31.75[1.250] ——
IP3: +31 dBm ‘< 25.40 [1,000]—‘

MAX INPUT POWER: 0dBm
NOISE FIGURE: 2.0 dB MAXIMUM @ 10 MHz to 35 MHz ) 5
1dB @ 35 MHz to 300 MHz i,
NN PLANAR
SUPPLY VOLTAGE: +5V (+5.5 VV MAX) HoNoLITHICS

WA INDUSTRIES

e CURRENT: 170 mA @ QUIESCENT (NO RF) 31.75 q 1070 300 MHZLTO\SEAMPLIFIER
= ° _ RF IN N RF OUT
240 mA @ OP1dB = +25 dBm [1.250] I kﬁ)

CONNECTOR: SMA \ 15.88 MODEL NO:

LNA-40-10M300M-1D0-17-5-SFF
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[0.250] 10.450] [0.500]

PLANAR MONOLITHICS INDUSTRIES, INC.
7311-F GROVE ROAD - :

ENVIRONMENTAL RATINGS FREDERICK, MARYLAND 21704 USA

TEMPERATURE: 40 °C TO +85 °C (OPERATING) TEL: (301)-662-5019, FAX: (301)-662-1731
’ .55 °C TO +125 °C (STORAGE) WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com

HUMIDITY: MIL-STD-202, METHOD 1038 COND. B ISO 9001 CERTIFIED

SHOCK: MIL-STD-202, METHOD 213B COND. B PRODUCT FEATURE
VIBRATION: MIL-STD-202, METHOD 204D COND. B APPROVALS oAt LNA-40-10M300M-1D0-17-5-SFF

ALTITUDE: MIL-STD-202, METHOD 105C COND. B e |7 08/21/48 10 to 300 MHz Low Noise Amplifier

TEMPERATURE CYCLE: MIL-STD-202, METHOD 107D COND. A orDERANCES: e = —

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE X XXX + 0.254 [0.010] 148 8/1/18 A 05XQ0 PRELIMINARY
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