REVISIONS

DESCRIPTION - DESCRIPTION DATE APPROVED
PRELIMINARY 12/19/17
PMI MODEL P2T—2G18G—-50—-T—-512—SFF—MW IS A SINGLE POLE TWO THROW, SPEC UPDATE 2/1/18

NON—REFLECTIVE /ABSORPTIVE SWITCH MODULE WITH VERY HIGH ISOLATION, LOW
LOSS, HIGH SPEED AND WITH INTEGRAL TTL DRIVER, DESIGNED FOR BROAD BAND
LOSS, HIGH | MECHANICAL OUTLINE

SPECIFICATIONS : SMA (F) RF CONNECTOR
: 3 PLACES

© FREQUENCY:- -2.0 GHz TO 18.0 GHz

o INSERTION LOSS: -3.5 dB MAXIMUM

® |SOLATION:- -50 dBc MINIMUM

-27 dBm MINIMUM

e VSWR (ON AND OFF): - -2.0:1 MAXIMUM
© SWITCHING SPEED: -100 ns MAXIMUM

e CONTROL LOGIC: . -SINGLE CONTROL TTL TOGGLE 20.104 THRU
LOGIC "0" = J1 — J2 ON 3 PLACES

LOGIC ™" = J1 — J3 ON
© RF CONNECTORS: - -SMA FEMALE

e POWER SUPPLY: - -+ 5V @ 200 mA MAXIMUM
—-12V @ 100 mA MAXIMUM

e RF POWER (SURVIVAL): - -+30 dBm MAXIMUM

o ADDITIONAL REQUIREMENTS: - -LOSS CHANGE OVER TEMPERATURE 0.5 dB
PHASE CHANGE OVER TEMPERATURE +5 DEGREES
PORT TO PORT PHASE MATCH x5 DEGREES

PORT TO PORT LOSS MATCH #0.5 dB 008 -
- 1.2 (L) X 1.00” (W) X 0.50” (H) —

e WEIGHT:- - 1.2 oz
e FINISH: - - PAINTED BLUE

0.14 —
0.50

PMI CONFIDENTIAL AND PROPRIETARY

ENVIRONMENTAIL RATINGS
° TEMPERATURE: - - - - -10°C TO +50°C (OPERATING) FREDERICK, MARYLAND 21704 USA

7311-F GROVE ROAD

—65'C TO +125°C (STORAGE) WE|3T§|LTESO\/1vv9v%29%?1r?coFr¢§X 301-662-1731
* HUMIDITY: . ‘MIL—STD—202F, METHOD 1038 COND. E-MAIL:

* SHOCK: - -MIL—STD—202F, METHOD 213B COND. IS0 9001 CERTIFIED

* VIBRATION: -MIL—STD—202F, METHOD 204D COND. me

* ALTITUDE: . -MIL—STD—202F, METHOD 105C COND. DATE PRODUCT FEATURE

* TEMPERATURE CYCLE: - -MIL—STD—202F, METHOD 107D COND. ALL DIMENSIONS ARE IN INCHES P2T—2G18G=50—T—512—SFF—MW

TOLERANCES:
XXX £0.020 Z 10/18/11

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION XXXX £0.010 SZE [Fsov No. WG No.
12/19/17
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