REVISIONS

ZONE| REV. DESCRIPTION DATE APPROVED
- ORIGINAL RELEASE 8/4/99
DESCRIPTION: ‘SPECIFICATIONS:
PMI MODEL APD—-8-052 IS AN EIGHT WAY STRIPLINE POWER DIVIDER FEATURING HIGH © FREQUENCY: - - -« vveieienanan. 0.5 GHz TO 1.5 GHz
ISOLATION AND LOW INSERTION LOSS. DESIGNED FOR 0.5 TO 1.5 GHz OPERATION AND
HIGH RELIABILITY. ® INSERTION LOSS:- - ---vvnnorennn. 1.6 dB MAXIMUM
® VSWR INPUT:: - ---ovvvieiinnn, 1.7:1 MAXIMUM
® VSWR OUTPUT: -~ 1.7:1 MAXIMUM
o ISOLATION:: -« - oveeeee 15.0 dB MINIMUM
0 =0 o © AMPLITUDE BALANCE: ------------. +0.3 dB
@ ‘ ' 0.400 [10.16]
O=6H O o PHASE BALANCE: --- - .oooononnn +5
o AVERAGE POWER
0.250 [6.35] . INTO LOAD VSWR:--------oeonnen 1.2:1 9 WATTS
0.500 [12.70] 2.0:1 4 WATTS
0.500 [12.701 00:1 0.75 WATTS
0.500 [12.70) .
6500 [12.703 ® SIZE: - e 4.00 (L) X 2.15 (W) X 0.40 (H)
0.590 [!2.70]
0.500 [!270]‘17 0,200 [5.081 ‘I r_
0250 £6.351— SMA FEMALE
/_ PER MIL-C-39012
9 PLACES
,%, ,%, ,%, .
J5 J6 J7 J8 \
::ONOLITHICS (\3-
INDUSTRIES od
POWER DIVIDER P
MODEL NO:_APD—8-052
p OPTION NO: ¢ i
_/ SERIAL NO:
#0.149 [93.78] THRU,
2 PLACES PART NO: 1075 [27.311
N J8
l—_l.875 [47.63]—————1 [~—0.125 [3.181
0.200 [508] f—
3.750 [95.25]
4.000 [101.60]
ENVIRONMENTAL RATINGS: PART No- PLANAR MONOLITHICS INDUSTRIES
FREDERICK, MARYLAND
® TEMPERATURE: -+~ ~54'C TO +55'C (OPERATING) AroROVALS e
—65'C TO +100°C (STQRAGE) OUTL‘NE DRAWING
ALL DIMENSIONS ARE IN INCHES ® HUMDITY: ... MIL-STD—202F, METHOD 103B, COND. B DRAWN WP 8/4/99
TOLERANCES: ® SHOCK: -+ oveeenee MIL-STD—202F, METHOD 2138 COND. B APD-8-052
XXX £0.020 ® VIBRATION: - - - oo MIL—STD—202F, METHOD 204D COND. B CHECKED 8WAY POWER DIVIDER
’ : ® ALTITUDE: - - -+ - oevoeeeee MIL—STD-202F, METHOD 105C COND. B
XXXX  +0.010 sSUED SZE [ FSou No. oW No. Rev.
PERA YCLE: - - - - MIL—STD~202F, METHOD 107D COND. A
e TEMPERATURE CYCLE L 02 Ol [of A 0ZXZ8 100—4954—2 _
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION SCALE | lngEr 1 of 1




