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ZONE| REY. DESCRIFTION DATE APPROVED
DESCRIPTION — | ORIGINAL RELEASE JOB# P402022-3 |os,/29,04
PMI MODEL FD—0518—10 OPTION: 1218 IS A 12 TO 18 GHz FREQUENCY
DISCRIMINATOR HAVING A VSWR OF 2.0:1 MAXIMUM AND 1.5:1 TYPICAL AND A
FREQUENCY DiSCRIMINATOR ACCURACY OF + 200 MHz.
SPECIFICATIONS
® FREQUENCY RANGE - -« oo 12.0 TO 18.0 GHz T_ = E\\\\\\“
® VSWR INPUT: - 2.0:1 MAXIMUM 0500 = )
——
1.5:1 TYPICAL ‘_ __
® OPERATING INPUT POWER: - - -ooooivv oo - +10 dBm NOMINAL, + 0.1 dBm _— 2000 -
R T T . ,04030 P'N
e VIDEO IMPEDANCE: 100 OHMS NOMINAL e ) o
— 0.150 4 PLACES
® VIDEQO OUTPUT RISE TIME:- - oovvv . 20 nSec B R = |- o0ss
® VIDEO OUTPUT SLOPE:- -+« «ovvvvoonn . 50 mV/GHz ‘ ® Et— -~
® FREQUENCY DISCRIMINATOR ACCURACY: -~ -+ 200 MHz ® o __.\:> l
® ! o PLANAR A |
RF INPUT POWER, SURVIVAL:: -+ v - +15 dBm | I MONOLITHICS (j
@ - —la INDUSTRIES / |
® POWER PLUS: - oo 415 VDC @ +75 mA l T | rou ozas
® POWER MINUS: - «« v —15 VDC ® -75 mA ®) 1_mi - ﬁg FREQUENCY DISCRIMINATOR
® SIZE: - - 2.00” x 1.80" x 0.50” = . MODEL NO:fFD—-0518-10
) OPTICN NO: 1218
® WEIGHT: - oo < 4 oz. SERIAL NO:
| —
| \@?T NO:
! @
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PLANAR MONOLITHICS INDUSTRIES, INC.
ENVIRONMENTAL RATINGS 7311-G GROVE ROAD . i
NMEN FREDERICK, MARYLAND 21704 USA R
o TEMPERATURE -+ - .. .. —-55'C TO +85°C (OPERATING) TEL: 301-631-1579 FAX: 301-662-2029
—65C TO +125°C (STORAGE) WEBES}J"EILWWW planarmonolithicsindustries.com
sales@planarmonolithics.com
o HUMIDITY .. ... ........... MIL—STD—202F, METHOD 1038 COND. B ISO 8001:2000 CERTIFIED
¢ SHOCK - oivvovieoonin MIL-STD—202F, METHOD 213B COND. B e PRODUCT FEATURE
¢ VIBRATION - - -+ oo MIL—STD—202F, METHOD 204D COND. B . oxre FD—-0518—-10
¢ ALTITUDE -~ . .. ... ... MIL-STD—202F, METHOD 105C COND. B S OPTION: 1218
" TEMPERATURE CYCLE. - - -MIL-STD-202F, METHOD 107D COND. A a1 owensions ace i wores g o2 o/ 12 = 18 GHz FREQUENCY DISCRIMINATOR -
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