DESCRIPTION

PMI MODEL NO.: TD—30T—SHS—-0518—-30DBAMP IS AN ULTRA—HIGH SPEED, HIGH
SENSITIVITY THRESHOLD DETECTOR DESIGNED FOR BROAD BAND APPLICATIONS IN THE
0.5 to 18 GHz FREQUENCY RANGE. THIS IS A MINIATURE UNIT WITH TTL OUTPUT
LOGIC.

SPECIFICATIONS

FREQUENCY RANGE: 0.5 TO 18 GHz

|NPUT POWER RANGE: ................................. _40 To O dBm
MINIMUM THRESHOLD LEVEL: e ~35 dBm
PULSE WIDTH: us MIN (3us INTERVALS)

MOUN’HNG

® DC POWER +12V (NO LOAD): 250 mA MAX
DC POWER —12V (NO LOAD):- =120 mA MAX
2.5"(L) X 2.0"(W) X 0.5"(H)
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THRESHOLD DETECTOR
MODEL NO: TD-30T-SHS-0518-30DBAMP -12v
SERIAL NO:  PLYOOOOK/XXXX
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ENVIRONMENTAL RATINGS

o TEMPERATURE: o —40°C TO +55°C (OPERATING)
—55°C TO +70°C (STORAGE)
¢ HUMIDITY: oo RTCA/DO—160G, SECTION 10, CATEGORY W
¢ SALT FOG: oo 2 CYCLES OF CONCENTRATION 0.446 I/M¥Yhr FOR 24hrs
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e PRODUCT FEATURE

WITH 24hr DRYING TIME IN—BETWEEN

TD—30T—SHS—-0518—-30DBAMP

o TEMPERATURE CYCLE: RTCA/DO—160G SECTION 4.5.1

ALL DIMENSIONS ARE IN INCHES

0.5 — 18 GHz THRESHOLD DETECTOR

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE T°'-E)'§‘)‘('§(CES= £0.020
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION : -
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