REVISIONS
DESCRIPTION DATE APPROVED

Description: PRELIMINARY 6/24/14

PMI MODEL NO. PE2-60-2R018R0-4R5-15-12-SFF IS A 2.0 TO 18.0GHz OW
NOISE AMPLIFIER THAT PROVIDES A TYPICAL GAIN OF 60dB, A NOISE
FIGURE OF 4.5dB AND A OP1dB OF 15dBm. THIS AMPLIFIER IS
INTERNALLY VOLTAGE REGULATED AND OPERATES ON +12 TO +15VDC.

Specifications:

Frequency Range: 2.0t0 18.0 GHz

Gain: 60dB Typ.

Gain Flatness: +/-1.5dB Typ., +/-2.0dB Max.
Noise Figure: 4.5dB Typ.

OP1dB: +15dBm Typ., +13dBm Min.
VSWR Input/Output: 2.0:1 Max.

DC Voltage Supply: +12 to +15VDC @ 280mA Max. / 90.10 (4 Places)

Connectors: SMA(F)
Finish: Gold Plated
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Internal Voltage Regulation
Unconditional Stability 0.57 O O

Available Options:

Various Package types

Various Connector types
Temperature Compensation

Gain and Phase Matching
MIL-STD-883 Screening Available

PMI CONFIDENTIAL & PROPRIETARY

. . PLANAR MONOLITHICS INDUSTRIES, INC.
Environmental Ratings: 7311-F GROVE ROAD

Temperature: -20°C to + 70°C (Operating) FREDERICK, MARYLAND 21704 USA

-55°C to +125°C (Storage) 1\;\I/E|ELB%(|)11|-E66V%\-/\/SVE/)109rnII—:r¢ §6%01_662_1 731 F M ’ H

Humidity: MIL-STD-202F, METHOD 103B COND B. E-MAIL: sales@pmi-rf.com w f/\ f)\ i ‘ E,\ f/
Shock: MIL-STD-202F, METHOD 213B COND B. ISO 9001:2008 CERTIFIED

Altitude: MIL-STD-202F, METHOD 105C COND B. p—
Temperature Cycle: MIL-STD-202F, METHOD 107D COND A PRODUCT FEATURE

APPROVALS DATE

ALL DIMENSIONS ARE IN INCHES — — — — — —
Note: The above specifications are subject to change or revision. TOLERANCES: DRAWN KM 6/24/14 PE2-60-2RO18RO-4R5-15-12-SFF
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