REVISIONS

DESCRIPTION : DESCRIPTION APPROVED

PRELIMINARY IFK
PMI MODEL PS—=90-810-0PT910 IS A HIGH SPEED 9 TO 10 GHz FREQUENCY
RANGE, O TO 180 DEGREE, MINIATURE, BI—=PHASE MODULATOR/PHASE SHIFTER WITH
TTL CONTROL LOGIC (ECL LOGIC IS AVAILABLE).

SPECIFICATIONS
FREQUENCY RANGE: 9 TO 10 GHz 3
INSERTION LOSS: 2.5 dB TYPICAL ' onouTcs
3.0 dB MAXIMUM
VSWR INPUT: 2.0:1 TYPICAL PHASE SHIFTER
2.5:1 MAXIMUM SMC FEMALE JooeL o,
e OPERATING INPUT POWER: +15 dBm OPERATING T Place eeeeieoTE0
® SPEED: 75 ns TYPICAL ON/OFF P00k Ackox
MAXIMUM RF INPUT: 0.5 WATT CW, 1 usec PULSE WIDTH SURVIVAL | CONNECTOR
CARRIER SUPPRESSION: 20 dB TYPICAL O S
DC SUPPLY: +5 VDC ©@ 75 mA MAXIMUM
~5 VDC @ 20 mA MAXIMUM

CONTROL LOGIC TTL i
DIFFERENTIAL PHASE SHIFT +90° OR 180" +10r 0.4 > .
0.25 Vs

SIZE: 1.977 x .079”7 x 0.53"
® WEIGHT: <2 OUNCES

FINISH: PAINTED BLUE

0.125 THRU
2 PLACES

PLANAR MONOLITHICS INDUSTRIES, INC.

ENVIRONMENTAL RATINGS 4921 ROBERT J MATHEWS PKWY
EL DORADO HILLS, CALIFORNIA 95762
o TEMPERATURE: —55°C TO +85°C (OPERATING) TEL: 916-542-1401 F#x: 916-265-2597
_R/5° . . Www.pmi-rn.com
65°C TO +125°C (STORAGE) I\é\_’,'\EABATQ’L':TESg"l’;",’SW ”r:]'i_rf%%r;‘n
o HUMIDITY: MIL—STD—202F, METHOD 103B . ISO 9001;4@’)7¢ERT|F|ED
o SHOCK: MIL—STD—202F, METHOD 213B . e PRODUCT FEATURE

e VIBRATION: MIL=STD—202F, METHOD 204D . APPROVALS DATE

e ALTITUDE: MIL—STD—202F, METHOD 105C : S s PS—-90-810-0PT910
10,/28,/15) _
o TEMPERATURE CYCLE: MIL—STD—202F, METHOD 107D . ALL DIVENSIONS ARE IN INCHES | QWJOFSC;%O,GHZ’ B‘DWGPTO{*SE MODULATOR /PHASE SH‘FTRE;%

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE TOLERANCES:

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION §§§X 188128 A 7 /‘ A54 PREL‘M‘NARY -
B - ISSUED
scate N:S




