REVISIONS

f DESCRIPTION DATE APPROVED
DESCRIPTION ORIGINAL RELEASE 11/30/10

PMI MODEL PS—-360—-3237-5—-292FF IS A HIGH SPEED 32 TO 37 GHz FREQUENCY
RANGE PHASE SHIFTER WITH TTL CONTROL LOGIC. THIS MODEL OFFERS A LOW
PHASE SHIFT ERROR OF +/—5.0 DEGREES TYPICALLY.

SPECIFICATIONS
FREQUENCY RANGE:: 232 TO 37 GHZ ‘ Topped 255, 0.200 Dowp
. 9—PIN _CONNECTOR PIN-OUT
INSERTION LOSS: /8.0 dB TYPICAL — LCTION
10.0 dB MAXIMUM

+15 VDC
GND

® VSWR INPUT:: -2.0:1 TYP, 2.3:1 MAX

® VSWR OUTPUT: 2.5:1 TYP, 3.0:1 MAX

—15 VDC
GND
15 CHNED
® CONTROL BITS: -+ -ovvvvvvnn ‘5 LINE (TTL CONTROL)
MAX PHASE SHIFT 348.75'
AMPLITUDE ERROR - +£1.5dB TYP.

CTL3
CTL4
CTL5 (MSB)
® PHASE SHIFT ERROR +£5.0° TYP.
e SWITCHING SPEED -500nS MAX
POWER SUPPLY- “+15V @90mA MAX

—15V @60mA MAX €D
-2.92mm FEMALE INPUT & OUTPUT SN NousTES

OO |N|O|O[DP|WIN|—

MODEL NO: PS—360—3237—-5—-202FF
SERIAL NO: PLXXXX/XXXX

TTL THRU "D” MULTIPIN CONNECTOR
-1.29" X 1.75" X 0.50”
PAINTED GREY

PLANAR MONOLITHICS INDUSTRIES, INC.

ENVIRONMENTAL RATINGS 7311-F GROVE ROAD RN 27PN\
FREDERICK, MARYLAND 21704 USA ZAIONZZEN
« TEMPERATURE: —55'C TO +85°C (OPERATING) TEL: 301-662-5019 FAX: 301-662-1731 PMI

—65°C TO +125°C (STORAGE) I\éYII\E/I,BAISLITE V\|/WW.Dr:1nii—_rIfconr1n Qg

o HUMIDITY: MIL—STD—-202F, METHOD 103B . ISO 9001:2008 CERTIFIED

MIL—STD—202F, METHOD 213B . TIMLE PRODUCT FEATURE
e VIBRATION: MIL—STD—202F, METHOD 204D . APPROVALS DATE

o ALTITUDE: MIL—STD—202F, METHOD 105C . S PS—360—-3237-5—292FF

o TEMPERATURE CYCLE: - MIL—STD—202F, METHOD 107D . AL DIMENSIONS. ARE N INGHES SIK (3010 32 TO 37 GHZ PHASE SHIFTER

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE TOLERANCES: MOPIFIED FSCM No. DWG No-
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION §:§§x igf8128 Al 05XQ0 27013662
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