REVISIONS

DESCRIPTION - DESCRPTION DATE APPROVED
PMI MODEL PEC—2D35G—100W—SFF—SPDT IS A HIGH POWER SINGLE POLE DOUBLE CRIGINAL RELEASE LAL
THROW SWITCH CAPABLE OF HANDLING 100 WATTS. THE FREQUENCY RANGE IS 2.2 TO
2.5 GHz. THIS SWITCH HAS > 40 dB ISOLATION.
SPECIFICATIONS

FREQUENCY RANGE: 2.2 GHz TO 2.5 GHz

ISOLATION: - covvv-eeeereeeseneeies e .40 dB MIN

INSERTION LOSS: 2.5 dB TYPICAL, 3.0 dB MAX MECHANICAL OUTLINE

VSWR IN / OUT: 15 : 1 MAX

INPUT POWER: 100 W MAX (HOT SWITCHING WITHOUT DAMAGE)

RF SWITCHING SPEED: 100 ns GOAL, 350 ns MAX . ERII:’II__I;ACQI?:OS.OQ“_IHRUI

EMI SHIELDING: > 60 dB @ 1 FOOT J_
AWAY FROM DUT 0.34
TTL CONTROL: -« cvveememaeaeiaeaee e " J1—=J2 INSERTION LOSS D=

"0” J1—J3 INSERTION LOSS g )
DC VOLTAGE: - oo .4+12 VDC AND —28 VDC 0.50 ﬁ L B

CONNECTORS IN/OUT: - vvvvverniniciiian, -SMA (F) 02ss —| |— \ ~|  —oad

SIZE: -« oo .2.75” X 1.18” X 0.51” — 275 MAX MICRO-D 9-PIN
SMA FEMALE CONNECTORS, 212 FEMALE CONNECTOR

WEIGHT: - e < 8.1 OUNCES 3 PLACES

|
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FINISH: vttt "HERMETICALLY SEALED 9PN CONNEGTOR PIN=0UT W: m]
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ALUMINUM 6061—T6 HOUSING
WITH ALUMINUM 4047 COVERS
PAINTED BLUE
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PMI CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUSTRIES, INC.

ENVIRONMENTAL RATINGS 7311-F GROVE ROAD
. . FREDERICK, MARYLAND 21704 USA
o TEMPERATURE: -+ -+ -55C TO +85C (OPERATING) TEL: 301-662-5019 FAX: 301-662-1731

—65°C TO +125°C (STORAGE) WEBSITE: www.pmi-rf.com
o HUMIDITY: ..o MIL—STD—810F, METHOD 507.4 E_MAllsL:o g%aole{%@é%%m
o SHOCK: MIL—STD—810F, METHOD 516.5 —
MIL—STD—810F, METHOD 514.5
MIL—STD—810F, PROCEDURE |l APPROVALS DATE PRODUCT FEATURE

o TEMPERATURE CYCLE: - - -MIL—STD—810F, METHOD 503.4, PROCEDURE | A D e o ¢ PEC—2D35G—100W—SFF—-SPDT
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NOTE! SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE éééx f%%ﬁ%
NOTE' THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION XXX +0. SIZE [FSCM NO. DWG NO.
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