DESCRIPTION:

PM!I MODEL PS—90-6012 OPTION 9F, SS IS O TO 180" BIPHASE
SHIFTER /MODULATOR. THIS UNIT IS TTL COMPATIBLE WITH LOW INSERTION

LOSS, LOW VSWR, HIGH SPEED AND OPERATES IN THE 9 TO 9.5 GHz

FREQUENCY RANGE.

SPECIFICATIONS:

® DIFFERENTIAL PHASE SHIFT- -+ - -0" TO 180" £2°

® FREQUENCY: -+« '9 TO 9.5 GHz

® INSERTION LOSS: -+ -~ -2.0 dB MAXIMUM

® VSWR: <o 1.8 : 1 TYPICAL

» SWITCHING SPEED: - - - - - 100 nsec MAXIMUM

* CONTROL LOGIC:- ---- TTL LOGIC "0":180", LOGIC "1":0
® POWER SUPPLY:. ----- - +5 VOLTS AT £50 mAMPS

®SIZE - 1.00" X 1.00" X 0.5

® WEIGHT - - < 1.50 OUNCE

ENVIRONMENTAL RATINGS:

e TEMPERATURE: -~ -+~ - —65°C TO +85°C (OPERATING)
—65C TO +125°C (STORAGE)

o ALTITUDE: - - - -+ oveeee e MIL—STD-202F,
e TEMPERATURE CYCLE: - - - - - MIL—-STD—202F,

® HUMIDITY: - ... oovn . MIL—STD—202F,
© @ SHOCK:: -~ vvveen - MIL—STD—202F,
® VIBRATION: - -+« ovveveve e MIL—-STD—-202F,

METHOD 103B COND.
METHOD 213B COND.
METHOD 204D COND.
METHOD 105C COND.
METHOD 107D COND.

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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