REVISIONS
DESCRIPTION ZONE| REV. DESCRIPTION DATE APPROVED
- ORIGINAL RELEASE 2/21/07
PMI MODEL APD-2-052 IS A 0.5 TO 2 GHz POWER DIVIDER HAVING AN ‘INSERTION
LOSS OF 0.7 dB MAXIMUM. THE SIZE IS 1.24" x 1.38” x 0.40".
SPECIFICATIONS = =
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® INSERTION LOSS: - @vvnnn 0.7 dB MAX _ _ S FEWALE
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e AVERAGE POWER INTO . &
LOAD VSWR:: - v 1.2:1 25 WATTS PLAUR L
2.1:1 15 WATTS G0 wovermes. = 92:9)
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PLANAR MONOLITHICS INDUSTRIES, INC.
ENVIRONMENTAL RATINGS rrent O s s uss IR
o TEMPERATURE: - .. ...... —54'C TO +85'C (OPERATING) TEL: 301-631-1579 FAX: 301-662-2029
-65°C TO +100°C (STORAGE) WEBSITE: ! rmono ithicsindustries.co
o HUMIDITY: ................. MIL—STD—202F, METHOD 1038 COND. B 1S0 8001:2000 CERTIFIED
¢ SHOCK: - - oo MIL-STD—202F, METHOD 213B COND. B e PRODUCT FEATURE
o VIBRATION: - .. ......... MIL—STD~202F, METHOD 204D COND. B senoms - APD—2-052
¢ ALTITUDE: -+ ... ......... MIL—STD—202F, METHOD 105C COND. B o 0.5 2 GH
5 - z, POWER DIVIDER
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PMI MODEL APD-2-052 IS A 0.5 TO 2 GHz POWER DIVIDER HAVING AN INSERTION
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PLANAR MONOLITHICS INDUSTRIES, INC.
7311-G GROVE ROAD

FREDERICK, MARYLAND 21704 USA
TEL: 301-631-1579 FAX: 301-662-2029

WEBSITE: www.QIgggrmonollthigsllin(.justries.ggm
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