REVISIONS
DESCRIPTION DATE APPROVED

ORIGINAL RELEASE 11/10/15

DESCRIPTION

PMI MODEL P3T—1G2G—-60—-R—SFF IS A REFLECTIVE, HIGH SPEED, SINGLE POLE THREE
THROW SWITCH CAPABLE OF SWITCHING WITHIN 100 ns MAXIMUM. THE FREQUENCY

RANGE IS 1.0 GHz TO 2.0 GHz. THIS SWITCH HAS 60 dB ISOLATION. MECHANICAL OUTLINE

SPECIFICATIONS 043
FREQUENCY RANGE: 1.0 GHz TO 2.0 GHz 0.25
IMPEDANCE: 50 Q $0.015 x 0.100”
INPUT POWER: +30dBm MAX (SURVIVAL) 4 PLAGES |

+20dBm MAX (OPERATING)
VSWR: 1.5:1 MAX
INSERTION LOSS: 1.0dB MAX
ISOLATION: 60dB TYP. AR
SWITCHING SPEED: 100ns MAX L MONOLITHICS
DC VOLTAGE: +5VDC, 150mA TYP. FS0u 050

—15VDC, 75mA TYP. E SP3T REFLECTIVE
' SOLID STATE SWITCH

REMOVABLE SMA (F)
4 PLACES

MOUNTING SURFACE

CONTROL: SOLDER PIN MODEL NO:
P3T-1G2G-60-R-SFF

TTL COMPATIBLE — SEE LOGIC TABLE SERIAL NO

, AN
@ PLOOOO0X Ry @\

CONNECTORS IN/OUT: SMA (F) N__20.089 THRU W/4—40 THD
- 0.250 DEEP ON MOUNTING
BlE2v 0 Y CNDES SURFACE, 4 PLACES

SIZE: (L) 1.5” X (W) 1.5” X (H) 0.4

BLUE EPOXY POLIMIDE COATING IAW : H H I HI 0.20
MIL—C—22750, TYPE | OVER EPOXY i

POLIMIDE PRIMER IAW MIL—P—23377, : L = \_ 01050 SOLOER PN
. __|o 80,
TYPE I, CLASS 1 OR 3. TP 5 PLACES

FINISH:

0.12
l_

LOGIC TABLE . N I
E2 | E3 FUNCTION %% :m' \

. " |
1|1 | y1-J2 LOW LOSS PMI CONFIDENTIAL AND PROPRIETARY

J1-J3 "LOW LOSS”

PLANAR MONOLITHICS INDUSTRIES, |

J1-J4 "LOW LOSS 7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA
WEgsEll__r:E301-662-5Q1r? FAX: 301-662-1731
- : www.pmi-rf.com
ENVIRONMENTAL RATINGS E-MAIL: les@pmi-rf.com
® TEMPERATURE:————— —55°C TO + 85C (OPERATING) ISO 9001 CERTIFIED
—65'C TO +125°C (STORAGE) =

¢ HUMIDITY: ——— MIL-STD—202F, METHOD 103B . PRODUCT FEATURE

® SHOCK: ————————————— MIL-STD—202F, METHOD 213B . APPROVALS DATE

® VIBRATION:———— MIL-STD—202F, METHOD 204D . ALL DIMENSIONS ARE IN INCHES frrp oy — — —R—
® ALTITUDE: — MIL-STD—202F, METHOD 105C . TOLERANCES. | 050 SA R 11/10/15 P3T—=1626-60-R—-5FF
* TEMPERATURE CYCLE:—— MIL—STD—202F, METHOD 107D . XXX £0.010 [ orEckes FSOW . oWG o,

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE A 05X Q 0 27027241

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
ISSUED
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