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PMI MODEL BP-18G22G-CD-SFF IS A BAND PASS FILTER OPERATING OVER THE 18.0
TO 22.0 GHz FREQUENCY RANGE.

SPECIFICATIONS

FREQUENCY RANGE : 18.0 TO 22.0 GHz
INSERTION LOSS: 2.0dB TYP, 2.5 dB MAX
VSWR: 2.0:1 MAX

REJECTION @ DC TO 16.5 GHz: — 40 dB MIN

REJECTION @ 23.0 TO 23.5 GHz: 20 dB MIN

REJECTION @ 23.5 TO 40.0 GHz: 40 dB MIN

REJECTION @ 40.0 TO 43.0 GHz: 20 dB MIN

POWER HANDLING: 1 W MAX

IMPEDANCE: 50 OHMS
INPUT/OUTPUT CONNECTOR: —— 2.92 mm (F) |

FINISH: PAINTED BLUE F! BP180956.00 SFF
MADE INUSA FSCM 05XQ0 SERIAL NO: 12.4 [049] 15.0 [0.59]

PLANAR MONOLITHICS PLXXXXX/XXXX
INDUSTRIES, INC. ‘

62.4 [2.46]

65.0 [2.56] @1.8 [20.071]
THRU 4 PLACES

ENVIRONMENTAL RATINGS

¢ TEMPERATURE: —————————-25°C TO +90°C (OPERATING)
35°C TO +100°C (STORAGE) PLANé\ﬁ Ms(gg(/(E)lF_{IOKI[-)IICS INDUS IESINC

HUMIDITY: MIL-E-5400T 3.2.24.4, 95% RH FREDERICK, MARYLAND 21704 USA

VIBRATION: 10 mmP-P@20TO5.0Hz TEL: (301)-662-5019, FAX: (301)-662-1731
5mmP-P@ 5.0 TO 10.0 Hz WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.co
1G@ 10.0 TO 50.0 Hz ISO 9001 CERTIFIED

MIL-E-5400T 3.2.24.6.1 TmLE
15 G, 11+1 ms, 3 TIMES X 6 DIRECTIONS APPROVALS DATE PRODUCT FEATURE
ALL DIMENSIONS DRAWN BP-1 8G22G-CD-SFF

ARE IN INCHES [mm]
TOLERANCES: ew 1/8/17
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