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DESCRIPTION ' PRELIMINARY /i

PMI MODEL P2T-0R5G2G—-60-T—-55—-SFF IS A SINGLE
POLE DOUBLE THROW ABSORPTIVE SWITCH. THIS MODEL
HAS THE FOLLOWING SPECIFICATIONS.
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i RF CONNECTOR
FREQUENCY RANGE: 0.5 TO 2.0 GHz i 3 PLACES
INSERTION LOSS: 1.8 dB MAX

e Wi o rim

IN / OUT: 1.5 : 1
TERMINATED OUT: 1.5 : 1

f—--—120— - - —

RISE TIME: 50 ns MAX (10% RF TO 90% RF) #0.030 SOLDER PIN
e FALL TIME: 50 ns MAX (90% RF TO 10% RF) 3 PLACES

POWER HANDLING: +23 dBm CW MAX (200mW) I ”rﬂw

_E:I_Al_@- 2|+V GND

CONTROL: TTL LOGIC "0" = J1—J2 ON i § a0 e ()3-
TTL LOGIC "1” = J1-J3 ON A v
: SP2T SWITCH J3
POWER SUPPLY- ’ +5 V @ 65 mA MAX MODEL NO: P2T-0R5G2G-60-T-55-SFF
- 5 V @ 50 mA MAX I SERIAL NO: PLXXXXX/XXXX

CONNECTORS: - -RF: SMA (F)
CONTRL: SOLDER PIN

J1 ©)

: 1.20" (L) X 1.00" (W) X 0.50” (H) ] \ - -
FINISH: - oo .GOLD PLATED 0.08 T \
' $0.104 THRU

3 PLACES

ENVIRONMENTAL RATINGS PLANAR MONOLITHICS INDUSTRIES, INC.

o TEMPERATURE:-----ccresecoeoe —55'C TO +85°C (OPERATING) FREDE7§I1C;P-<F R RO 04 USA

—65°C TO +125°C (STORAGE) TEL. 301-662.5019 FAX: 301-662-1731 PMI
o HUMIDITY: oo MIL—STD—202G, METHOD 103B COND. WEBSITE: wuw.omi-r.cony LA/R
E-M WV

o SHOCK: MIL—STD—202G, METHOD 213B COND. |so IR RiTSIED)
o VIBRATION: MIL—STD—202G, METHOD 204D COND. —

o ALTITUDE: MIL—STD—202G, METHOD 105C COND. PRODUCT FEATURE

o TEMPERATURE CYCLE: MIL—STD—202G, METHOD 107G COND. ArPROmS o P2T—0R5G2G—60—T—55—SFF

DRAWN
SPH 7/27/17

CHECKED SIZE | FSCM NO.

ALL DIMENSIONS ARE IN INCHES
NOTE' SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE

NOTE' THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION Al 05XQ0 PRELIMINARY
XXXX  +0.010 SSUD

WEIGHT: 1.5 oz. TYPICAL scAE N:S




