REVISIONS

D ESCRI PTI ON A DESCRIPTION DATE APPROVED

PMI MODEL: P16T-100M52G-100-T-DEC IS A SINGLE POLE 16 THROW SOLID STATE ABSORPTIVE SWITCH
OPERATING OVER THE 100 MHz TO 50 GHz FREQUENCY RANGE. THIS MODEL OFFERS A TYPICAL ORIGINAL RELEASE
INSERTION LOSS OF 16 dB WHILE MAINTAINING A TYPICAL ISOLATION OF 70 dB.

ECN # 20-0125 7/6/20

SPECIFICATIONS

e FREQUENCY: 0.1 TO 50 GHz
e [INSERTION LOSS: — 8.0dB (0.1 TO 18 GHz) TYP

12.5dB (18 TO 40 GHz) TYP MECHANICAL OUTLINE

18.0 dB (40 TO 50 GHz) TYP - 0.25

VSWR ON (IN/OUT): —————— 2.5:1 (0.1 TO 18 GHz) TYP S |—osorve
3.0:1 (18 TO 40 GHz) TYP
3.5:1 (40 TO 50 GHz) TYP

VSWR OFF (OUT): —  2.5:1 (0.1 TO 18 GHz) TYP
3.0:1 (18 TO 40 GHz) TYP
3.5:1 (40 TO 50 GHz) TYP

ISOLATION: 70dB (0.1 TO 1 GHz) TYP
90 dB (1 TO 18 GHz) TYP
80 dB (18 TO 40 GHz) TYP

70 dB (40 TO 50 GHz) TYP
NP\ PLANAR 100 MHz - 52 GHz
INPUT POWER: ————— 20 dBm CW MAX é ) MONOLITHICS ~ SP16T SOLID STATE SWITCH

INDUSTRIES MODEL NO:

SWITCHING SPEED: —M8MM 100 ns MAX LR P16T-100M52G-100-T-DEC

SERIAL NO:

CONTROL SIGNAL: ———— TTL LOGIC - SEE LOGIC TABLE PLOOOGO0X
DC VOLTAGE: +5V @ 1100 mA MAX

-12V @ 720 mA MAX
RF CONNECTORS - 24 mm FEMALE ) 4-40 THREADE%O()?;OTE;'EREL;
SIZE: 8.00" x 3.00" x 0.67" ONMOUNTING SUFPACE
FINISH: PAINTED BLUE (MOUNTING '

SURFACE FREE OF PAINT)
WEIGHT: 2LBS
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FUNCTION
CTRL1
CTRL 2
CTRL 3
CTRL 4
N/C
+5VDC
GND
GND
-12VDC
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PLANAR MONOLITHICS INDUSTRIES, INC.
7311-F GROVE ROAD B

FREDERICK, MARYLAND 21704 USA

TEL: (301)-662-5019, FAX: (301)-662-1731
ENVIRONMENTAL RATINGS WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.co

e TEMPERATURE: ----rormmeoemooem oo -40 °C TO +85 °C (OPERATING)
-65 °C TO +125 °C (STORAGE) ISO 9001 CERTIFIED

e HUMIDITY: MIL-STD-202, METHOD 103B COND. B TITLE PRODUCT FEATURE
e SHOCK: MIL-STD-202, METHOD 213B COND. B APPROVALS oAt P16T-100M52G-100-T-DEC

VIBRATION: MIL-STD-202, METHOD 204D COND. B AL ovensions [ 100 MHz to 52 GHz Single Pole 16 Throw

ALTITUDE: MIL-STD-202, METHOD 105C COND. B ARE IN mm [INCH] SPH 11/8/17 Absorptive Switch

e TEMPERATURE CYCLE: MIL-STD-202, METHOD 107D COND. A o anees: RepRAN FSoMTO. TWGNG.
10/12/18

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE XXXX£0.010 'y?u / / A O5XQO 270361 60

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION PMI CONFIDENTIAL AND PROPRIETARY ISSUED scate N:S
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