DESCRIPTION:

REVISIONS

DESCRIPTION

PRELIMINARY

PMI MODEL NUMBER SDLVA-140M180M-65-CD IS A LOG AMPLIFIER DESIGNED TO
OPERATE OVER THE 140MHz TO 180MHz FREQUENCY RANGE. THIS MODEL IS DESIGNED
FOR HIGH SPEED APPLICATIONS WHILE MAINTAINING FLATNESS AND ACCURACY.

SPECIFICAT

FREQUENCY::
FLATNESS:
TSS:-

VSWR:-
POWER INPUT:"

® LOG SLOPE:-

LOG RANGE:-

LOG LINEARITY: -

LOG LIEARITY:

LOG LINEARITY: -

PULSE RANGE:-
RISE TIME:-
FALL TIME:-

RECOVERY TIME:
OFFSET ADJUSTMENT:
POWER SUPPLY:"

CONNECTORS:-
FINISH:

IONS:

- 140MHz - 180MHz

- +2.00 dB MAXIMUM

- =73 dBm MINIMUM

- 2.0:1 MAXIMUM

" +17 dBm CW MAXIMUM

- 50 mV/dB (2.0 mV/dB) 100 OHMS LOAD
- -65 to 0dBm

- +0.75 dB (+25°C) MAXIMUM

- +1.5 dB (-0°C - +77°C) MAXIMUM
- 2.5 dB (-34°C - 0°C) MAXIMUM

- 100 ns to CW

- 35ns MAXIMUM

- 300ns MAXIMUM

- 500ns MAXIMUM

-+ 0.4V TYPICAL

-+ %12V 3%, £100mA

- SMA FEMALE CONNECTORS
- GOLD

ENVIRONMENTAL RATINGS:

e TEMPERATURE: -

e HUMIDITY: .
® SHOCK: -

o VIBRATION: -

e ALTITUDE: -

e SALTFOG: -

e FUNGUS: - - - - - -
o TEMPERATURE SHOCK: -

. -34°C TO +77°C (OPERATING)
-65°C TO +125°C (STORAGE)

- MIL-STD-810C, METHOD 507 PROCEDURE 1

- MIL-STD-810C, METHOD 516 PROCEDURE 1

- MIL-STD-810C, METHOD 514 PROCEDURE 1A
- MIL-STD-810C, METHOD 504 (45k)

- MIL-STD-202F, METHOD 107D COND. A

- MIL-STD-810C, METHOD 508 PROCEDURE 1

- MIL-STD-810C, METHOD 503 PROCEDURE 1

#4—40 UNC-2 THRU,

/' 4 PLACES

OFFSET ADJUSTMENT

__ 0.250
| 7 PLACES

FSCM 71A34

MODEL NO: SDLVA—140M180M—B5—-CD
OPTION NO:
SERIAL NO:  PLXXXXX/XXXX

SUCCESSIVE DETECTION LOG VIDEO AMPLIFIER (SDLVA)
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PMI CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUSTRIES, INC.

EL DORADO HILLS, CA 95762

TEL: 916-542-1401 FAX: 916-265-2597
WEBSITE: www.pmi-rf.com
sales@pmi-rf.com

ISO 9001 CERTIFIED
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® EXPLOSIVE ATMOSPHERE:
© SAND AND DUST:
® ACCOUSTIC NOISE

+ MIL-STD-810C, METHOD 511 PROCEDURE 1
- MIL-STD-810C, METHOD 510 PROCEDURE 1
- MIL-STD-810C, METHOD 515 (145dB)

TIMLE

PRODUCT FEATURE
SDLVA—-140M180M—-65—-CD

140 TO 180 MHz, SUCCESSIVE DETECTOR LOG VIDEO AMPLIFIER

Al 71A34 " PRELIMINARY '

sCAE N:S

DATE

1—23-18

ALL DIMENSIONS ARE IN INCHES
TOLERANCES:
XXX

X.XXX _ +0.010
WEIGHT: 2.75 oz.

+0.020

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION




