DESCRIPTION

PMI MODEL IQM-2G4G-SFF IS AN 1/Q MIXER WHICH OPERATES OVER THE FREQUENCY RANGE OF 2 GHz TO 4
GHz. THIS PRODUCT OFFERS AN IF FREQUENCY RANGE (QIFM, I/Q DEMODULATOR MODE) OF DC TO 0.5 GHz

SPECIFICATIONS

RF/LO FREQUENCY RANGE:

RF VSWR:
LO VSWR:

CONVERSION LOSS:

LO TO RF ISOLATION:
LO TO IF ISOLATION:

AMPLITUDE BALANCE:
PHASE BALANCE:
IF OUTPUT FREQUENCY:
CONNECTORS:
SIZE (EXCLUDING CONNECTORS): -----------

FINISH:

TRUTH TABLE

RF <LO RF >LO
0 -90
-90 0

1Q MIXER

2.0 GHzTO 4.0 GHz

2.0:1TYP
251TYP

9.0dB TYP, 10.5 dB MAX

20 dB MIN, 30 dB TYP
25dB TYP

+1.5dB

+10°

DC TO 0.50 GHz
RF: SMA FEMALE

0.800" x 0.800" x 0.369"
20.32 mm x 20.32 mm x 9.37 mm
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PLANAR MONOLITHICS INDUSTRIES, INC.
7311-F GROVE ROAD ~ =

FREDERICK, MARYLAND 21704 USA
TEL: (301)-662-5019, FAX: (301)-662-1731

ENVIRONMENTAL RATINGS

e TEMPERATURE:

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

HUMIDITY:

-55 °C TO +100 °C (OPERATING)

WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com \

SHOCK:
VIBRATION:
ALTITUDE:

TEMPERATURE CYCLE:

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE

-65 °C TO +125 °C (STORAGE)

MIL-STD-202, METHOD 103B COND.
MIL-STD-202, METHOD 213B COND.
MIL-STD-202, METHOD 204D COND.
MIL-STD-202, METHOD 105C COND.
MIL-STD-202, METHOD 107D COND.

ALL DIMENSIONS
ARE IN INCH [mm]
TOLERANCES:
XXX £0.020 [0.508]
X XXX £0.010 [0.254]
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