DESCRIPTION

PMI MODEL DLVA—12G20G—40 IS A DLVA (DETECTOR LOG VIDEO AMPLIFIER)

DESIGNED TO OPERATE OVER THE FREQUENCY RANGE OF 12GHZ TO 20GHZ. THIS
MODEL IS DESIGNED FOR HIGH SPEED APPLICATIONS WHILE MAINTAINING FLATNESS
AND ACCURACY.

SPECIFICATIONS

FREQUENCY RANGE:

TSS

VSWR:

VIDEO BANDWIDTH:

RISE TIME:
LOGGING RANGE:

LOGGING LINEARITY @ 25°C:

CW INPUT:

12 TO 20 GHz
—42dBm MIN

2.5:1 @ —23dBm MAX
10 MHz

35ns

40dB

+0.5dB

+13 dBm MAX

AMPLITUDE VARIATION OVER —30 TO 85°C TEMPERATURE RANGE:

e ABOVE —37dBm:

+1.0dB
+1.5dB

e BELOW —-37dBm:
LOGGING SLOPE:

PROPOGATION DELAY:

POWER SUPPLY

OPERATING TEMPERATURE RANGE:

SIZE:

100mV/dB
<50ns

+13.5 £1.5VDC @ 100mA MAX
+13.5 £1.5VDC @ 100mA MAX

—-55 TO +85°C

2.75 X 1.5 X 0.5 INCHES

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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