REVISIONS

DESCRIPTION: ZONE| Rev. DESCRIPTION DATE APPROVED
PMI MODEL TDC—18T—204F IS A HIGH SPEED, ADJUSTABLE LOW LOSS COUPLER DETECTOR, - ORIGINAL JOB# 00207PE 3/29/00
WITH THE OUTPUT OPTIMIZED TO OPERATE FROM THE 2.4 TO 2.5 GHz FREQUENCY RANGE
WITH A VSWR OF 1.5:1 . THIS UNIT COMES WITH SMA CONNECTORS ON THE RF INPUT/OUTPUT
AND TTL OUTPUT, WITH SOLDER PINS FOR THE DC POWER AND CONTROL PINS.
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® FREQUENCY:: - -« v vveneenne 2.4 TO 2.5 GH ; -
EQUENC 2.4 T0 2.5 GHz | ’ O L
® INSERTION LOSS: - -« -c-vovvvn- - 1.0 dB MAXIMUM 0.40 PLANAR /
: - MONOLITHICS JA
@ VSWR: - -« oo 1.5:1 MAXIMUM I //// roon s DUSTRIES 3 \\\\\\:l |
H__1 | - \
® DETECTOR OUTPUT - - - - --v-o - - - ADJUSTABLE: —5 dBm U COUPLER DETECTOR & WG
+5 dBm
® SWITCHING TIME 50 nS MAXIMUM 0.59, &4 MODEL NO:TDC~18T-204F
CERSPUERREREEE +50 n : : 1.30
(90%/10% RF TO 50% TIL) ! OPTION NO;
] SERIAL NO:
® POWER OPERATING: - ----------- - 435 dBm (CW) MAXIMUM "’ _ 1 ——|{s1 PART NO: |
® DC VOLTAGE: - -+ - oo e . +5V @ 85 mA 0.20 : / I
-5V @ 25 mA G --———{ P g2 '
K
® RF IN/OUT CONNECTOR: - - - - - SMA FEMALE ’/ \®\ ol v asv cgp% _ ‘
® TTL OUTPUT: -~ - - om e e - SMA FEMALE - ___1 /, ! __
® DC BIAS CONNECTOR: - --------- - 0.030” DIA SOLDER PIN T } g RN 0.10 TYPICALJ
® FINISH: - - o ovoeeeee GRAY EPOXY PAINT PER MIL-C-22750 == 0.38 I P :
. . . == =
®SIZE: - e - 1.50" x 1.50" x 0.50 ; _ / —_—
....................... . ) —=1 0.25 |- )
® WEIGHT: 1.5 OUNCE TYPICAL ) % 0.030 SOLDER P
7 5 PLACES
(NOTE:) J1/J2 ARE FOR PUTTING EXTERNAL / 1.00
POT—-METER OR FIXED RESISTOR .
TO ADJUST FOR RF INPUT 0.60
LEVELS —10 dBm TO O dBm l__o_45_.
! | 0.30
—0.25 ! Lo
PRI pamcs - eeeco [EH
o TEMPERATURE: - - - - - - - - —20°C TO +85°C (OPERATING) WAL W
—65C TO +125C (STORAGE)
® HUMDITY: - - - - oo MIL—STD—202F, METHOD 103B COND. B
® SHOCK: - - -« - v v ov e MIL—STD—202F, METHOD 2138 COND. B
® VIBRATION: - -+ v oo - - MIL—STD—202F, METHOD 204D COND. B e PLANAR MONOLITHICS INDUSTRIES
® ALTITUDE: - - - -« -« - - - - - MIL-STD—202F, METHOD 105C COND. B FREDERICK, MARYLAND
o TEMPERATURE CYCLE: - - - MIL—STD—202F, METHOD 107D COND. A APPROVALS oarE
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