e INSERTION LOSS:

DESCRIPTION

PMI MODEL PMSN—-3DT—05-DEC—MP—-OPTE00M6G IS AN ABSORPTIVE, SINGLE POLE,
THREE THROW PIN DIODE SWITCH THAT OPERATES OVER THE 0.6 GHz TO 6.0 GHz
FREQUENCY RANGE. THIS MODEL INCORPORATES A TTL COMPATIBLE DRIVER FOR EASY

SYSTEM INTEGRATION.

SPECIFICATIONS
FREQUENCY RANGE:

ISOLATION:

VSWR (ON/OFF):

0.140 —

0.6 TO 6.0GHz (0.5 TO 18GHz AVAILABLE)
60dB MIN

REVISIONS

ZONE
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2.5dB TYP; 2.75dB MAX I
2.0:1 (IN/OUT)

20015 x 0.100”

RF PIN
/_ 4 PLACES

MOUNTING SURFACE

— 0.40 —

PMI CONFIDENTIAL AND PROPRIETARY

e SPEED: RISE: 10ns TYP; 15ns MAX e =
FALL: 10ns TYP; 15ns MAX / \ 0.375
. . w7 PLANAR
DELAY ON: 75ns TYP; 100ns MAX o | ZBrmi voNoLITHICS >
DELAY OFF: 75ns TYP; 100ns MAX LY INDUSTRIES
FCSM 05X@0
e INPUT POWER: +20 dBm CW OPERATING g)ﬂ? STATE SWITCH 0750 10
e SURVIVAL POWER: 1 WATT CW, 10 WATTS PEAK 1psec VODEL NO: ' '
® CONTROL: TTL — SEE LOGIC TABLE PMSN—3DT—05—DEC—M;’—OPT600M6G
o POWER SUPPLY: +5V @ 150mA MAX :.55)'&; /X“)‘(‘;;( > ®
—5V @ 100mA MAX }5 - /
e POWER AND CONTROL CONNECTOR: 9 PIN MICRO D MALE '
(MATING CONNECTOR SUPPLIED) 029 /] - ] %ﬂ 038
e SIZE: 2.0 x 1.5 x 0.4 INCHES — == ]
e FINISH: EPOXY PAINTED BLUE 100 i
®0.089 DIA THRU W/4-40 THD 0.250
PIN OUT TABLE DEEP MINIMUM ON MOUNTING
2 BIT DECODER SURFACE, 4 PLACES
PIN NO. | FUNCTION
LOG|C TABLE 1 El PIN 1 9 PIN MICRO D MULTIPIN CONNECTOR
2 BIT DEGODER - o —0.20 (MDM-SPSP OR EQUIVALENT>
3 N/C M \|ocococoo
E1| E2 | FUNCTION 4 N/C O \loee © I
0127
S N/C t
0| 0 [J1-J2"Low Loss" . GND |__0.37__| PIN 9 1
0 1 [J1-J3 "Low Loss" 7 +V
n " 8 _V
1| 0 |J1-J4"Low Loss 9 GND 7311-F GROVE ROAD

PLANAR MONOLITHICS INDUSTRIES, INC.

FREDERICK, MARYLAND 21704 USA

TEL: 301-662-5019 FAX: 301-662-1731

ENVIRONMENTAL RATINGS

o TEMPERATURE:

—55°C TO +85°C (OPERATING)
—65°C TO +125°C (STORAGE)

WEBSITE: www.pmi-rf.com
E-MAIL: i-
ISO 9001 CERTIFIED

o HUMIDITY: MIL—STD—202F, METHOD 103B COND. B

+ SHOCK: MIL—STD—202F, METHOD 213B COND. B

o VIBRATION: MIL—STD—202F, METHOD 204D COND. B ALL DIMENSIONS ARE IN INCHES
e ALTITUDE: MIL—STD—202F, METHOD 105C COND. B TOLERANCES:

o TEMPERATURE CYCLE: MIL—STD—202F, METHOD 107D COND. A

NOTEr SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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