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® OUTPUT POLARITY: POSITIVE

DESCRIPTION: 1 PRELIMINARY 6—22—17
PMI MODEL NUMBER DD-1G40G-ZBS-SFF-OPT-4G26D5G IS A ZERO-BIAS SCHOTTKY DETECTOR FOR
OPERATION OVER THE 1.0 TO 40.0 GHz FREQUENCY RANGE, AND OPTIMIZED FOR 4.0-26.5 GHZ

. 90.080 THRU
SPECIFICATIONS: o8 2 PLACES
® FREQUENCY: - 4.0TO 26.5 GHz : 8:? #0.025 DC PIN
® VSWR - 2.0:1 TYPICAL 0.22 /

o ) —| 0.29 |-
® FLATNESS: +/-1.0dB TYPICAL 0.21 _|
e

® INPUT POWER: 100mW, DERATED TO ZERO AT +150°C

® INPUT CONNECTOR: 2.92 mm K FEMALE
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DET OUT

® OUTPUT CONNECTOR: - SMA FEMALE L © )|
® SIZE: - PE2 HOSUING ® ]
® FINISH - GOLD PLATED 0.26 |—

K FEMALE REMOVABLE | o034
® DETECTED OUTPUT: SEE BELOW (TYPICAL) 0.86

Detected Output vs. RF Input Power #0.012 RF PIN

v 2 PLACES.
[ |
M High ¥ W Low ¢
f=10GHz, i g .
Tuned at -30 dBm
100 mvV R = 1Mo
_lomv
}3
1Tmv |
01 mv
0.01 mv

-60 -40 -20

P, (dBm)

+20

ENVIRONMENTAL RATINGS:

® TEMPERATURE: - - -45°C TO +85°C (OPERATING)

-65°C TO +125°C (STORAGE)

.71

— 0.18

SMA FEMALE REMOVABLE

PMI CONFIDENTIAL AND PROPRIETARY

E-MAIL: sales@pmi-rf.com

ISO 9001 CERTIFIED

PLANAR MONOLITHICS INDUS TRIES INC.

49210ROBERT J. MATHEWS PKWY
EL DORADO HILLS, CA 95762
TEL: 916-542-1401 FAX: 916-265-2597
WEBSITE: www.pmi-rf.com

e HUMDDITY: . . . . . . . . MIL-STD-202F, METHOD 103B COND. B e
. PRODUCT FEATURE
e SHOCK: - - MIL-STD-202F, METHOD 213B COND. B APPROVALS oATE
e VIBRATION: - - MIL-STD-202F, METHOD 204D COND. B e DD—1G40G—ZBS—SFF—0PT4G26D5G
e ALTITUDE: - - - - - - - . MIL-STD-202F, METHOD 105C COND. B FM 6-22—17
ALL DIMENSIONS ARE IN INCHES CHECKED SIZE | FSCM NO. DWG NO. REV.
e TEMPERATURE CYCLE: - - MIL-STD-202F, METHOD 107 ;
T S 020 __ Al 71A34 PRELIMINARY 1
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION XXXX 0.005 o NS | [sveer T OF 1




