REVISIONS

SCRIPTION ZONE| REV. DESCRIPTION DATE APPROVED
DE : ) -
PMI MODEL APD—2—34 IS A TWO WAY POWER DIVIDER FEATURING HIGH ISOLATION, LOW ORIGINAL RELEASE 8/18/99
RTION LOSS AND LOW VSWR. DESIGNED FOR HIGH RELIABILITY.
INSE SPECIFICATIONS:
© FREQUENCY: -« nmommmnne s 3.6 GHz TO 4.2 GHz
© INSERTION LOSS:- -« vrvovvnens 0.4 dB MAXIMUM
© VSWR INPUT: -+ vooovenronnn 1.30:1
‘_0.375_— ® VSWR OQUTPUT: - - - e 1.30:1
~——1.000 [25.40] — 19,537
© ISOLATION: -+« vvvvenennenenn 21.0 dB MINIMUM
0.500 [12.70] 0.200 [5.081
o AMPLITUDE BALANGE: -~ -+ --- 0.3 dB
PLANAR o (( N
& = t O O © PHASE BALANCE: ---------vvnnnne +3
0.850 [21.59] INDUSTRIES 02 —\
) 0650 [16.511 OO o AVERAGE POWER
0.450 [11.43] \T/ INTO LOAD VSWR:--------oovvoenns 1.2:1 25 WATTS
_'_ MODEL NO: APD-2-34 ' ' I\ 2.0:1 7.5 WATTS
A OPTION NO: 3 s I OO0 00:1  0.75 WATTS
0.425 [10.801 SERIAL NO: QU1 | = \\\\\\ 8 SIZE: - 1.00 (L) X 0.85 (W) X 0.40 (H)
l s aa O Q
$0.104£0,010 THRU 0.400 [10.16]
SMA FEMALE [2.64] 2 PLACES
PER MIL-C-39012
3 PLACES
ENVIRONMENTAL RATINGS: PART Ho. PLANAR MONOLITHICS INDUSTRIES
TEMPERATURE: 54C TO +55'C (OPERATING) FREDERICK, MARYLAND
. AT -
—65°C TO +100°C (STORAGE) APPROVNS oATE OUTLINE DRAWING
® HUMIDITY: .o MIL—STD—202F, METHOD 103B, COND. B ORAWN
%E%Eéggm ARE IN INCHES © SHOCK: -+« <+ cveemennee MIL-STD—202F, METHOD 2138 COND. B WIP 8/18/99 APD—2-34
YXX  +0.020 ® VIBRATION: -+ ovvvvens MIL—STD—202F, METHOD 204D COND. B CHECKED 2WAY POWER DIVIDER
: ’ ® ALTITUDE: -« veeenne e MIL—STD~202F, METHOD 105C COND. B
XXX £0.010 o TEMPERATURE CYCLE: - -- - - MIL-STD—202F, METHOD 107D COND. A U ozxzs | 100—4004—5 b
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT T CHANGE OR REVISION SCALE | [m 1 of 1




