ZONE|REV. DESCRIPTION DATE APPROVED
DESCRIPTION: A1 ORIGINAL RELEASE 11112018

PLANAR MONOLITHICS INDUSTRIES MODEL NUMBER APD-8-100M-28V IS AN 8-WAY AMPLIFIED
POWER DIVIDER MODULE TO PROVIDE A 100MHz SIGNAL TO 8 OUTPUTS WITH 4 dB OF LOSS. THIS
MODULE BALANCES A LOW NOISE FIGURE WITH HIGH OUTPUT POWER.
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SPECIFICATIONS: Egggggggggg@gﬁg&gﬁg
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 FREQUENCY ..o 100 MHz 9-PIN CONNECTOR 2-2 D 2 5 2 2 2 2
o INSERTION LOSS ..o 4 dB, + 1.5dB MAX PIN-OUT Oin
O VSWR ..ot 211 MAX PIN[ FUNCTION [Omm ]
o NOISE FIGURE: ......oovooovooeoooeooo 9 dB MAX 1 GND 8X 0.30in
6 dB GOAL 2 GND [7.6mm]
o INPUT POWER P1dB:.......vvooeeoer +13 dBm TYP 3 | +28VDC
o INPUT POWER: ... oo +20 dBm MAX (SURVIVAL) 4 | +28VDC
¢ OUTPUT PORT TO PORT ISOLATION:..... 25 dB TYP 5 GND N - P
¢ POWER SUPPLY:..oo.oooooooooo +28V @ +750mA MAX 6 GND c'E g E 5 E . z
0 SIZE e 4.00" X 2.00" X 0.55" 7 GND S E el 2586
O WEIGHT ..o+ oo 140 GRAMS MAX 8 GND c EcSs £E°N i~
O FINISH: oo NICKEL PLATED 9 GND S5 S % X =,
— N
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ENVIRONMENTAL RATINGS: —
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e TEMPERATURE:......c..co v, -40°C TO +85°C (OPERATING) = g < P j
-65°C TO +125°C (STORAGE) LT
O HUMIDITY .o, MIL-STD-202, METHOD 103B COND. B
0 SHOCK: ..o MIL-STD-202, METHOD 213B COND. B PMI CONFIDENTIAL AND PROPRIETARY
o VIBRATION: ...t MIL-STD-202, METHOD 204D COND. B PNAONO'—'TH'CS INDUSTRIES, INC.
@ ALTITUDE: ... MIL-STD-202, METHOD 105C COND. B ) e
e TEMPERATURE CYCLE:.......cccceveeei. MIL-STD-202, METHOD 107D COND. A __APeRowaLs | oaTE PG IS o0 Cermiries o
E'g'lli'KtIvANKEN 11112018| T T-E OUTLINE
NOTE: SPECIFICATIONS WILL VERY OVER OPERATING TEMPERATURE. B A e
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION. 27 ot LT — :’:51)|<Q° 2rase8 A




