DESCRIPTION

PMI MODEL FD-0518-10 OPT 118 IS A CUSTOM BUILT 1 TO 18 GHz FREQUENCY

DISCRIMINATOR WITH 6 CHANNELS.

REVISIONS
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SPECIFICATIONS

® FREQUENCY RANGE: ---...1 TO 18 GHz

e OUTPUT CHANNEL: - ----- -6 OUTPUT CHANNELS
CHANNEL 1: 1 TO 2 GHz
CHANNEL 2: 2 TO 4.2 GHz  (cmltaoiss
CHANNEL 3: 4.2 TO 6.1 GHz
CHANNEL 4: 6.1 TO 8.7 GHz
CHANNEL 5: 8.7 TO 12.5 GHz
CHANNEL 6: 12.5 TO 18 GHz

e VSWR (ON/OFF): - -vnvnn.. 2.0:1

e VIDEO OUTPUT RISE/FALL TIME: - -------20 nSec MAXIMUM

e VIDEO IMPEDANCE: - ------- -100 OHM

© OPERATING INPUT POWER:-
e POWER SUPPLY: .........

-+10 dBm =£0.1dBm

- +15V @ 875 mA MAXIMUM

—-15v @ 150 mA MAXIMUM

® CONTROL: «+vvvvvonnnnns -SEE PINOUT TABLE
e CONNECTORS:
RF: - .SMA FEMALE
CONTROL:: « -« vvveevnnn .DB9
© SIZE: oo .8.5” (L) x 5.0” (W) x 3.75" (H)
DB9
PIN OUTS | (oouLe ATTAGHMENT 460
1 |+15V
2 |+15V
3 |-15V
4 |GND
5 N/C
6 N/C
7 N/C
8 N/C
9 N/C
ENVIRONMENTAL RATINGS:
® TEMPERATURE: - -« ... —-55'C TO +85'C (OPERATING)
—65°C TO +125°C (STORAGE)
© HUMIDITY: v MIL—STD—202F, METHOD 103B COND.
® SHOCK: « -« oo MIL—STD—202F, METHOD 213B COND.
o MIL—STD—202F, METHOD 204D COND.
® ALTITUDE: -« oovvvennnn MIL—STD—202F, METHOD 105C COND.
o/IBRABIERKTURE CYCLE: - - - - - MIL—STD—202F, METHOD 107D COND.

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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ZONE| REV.

DESCRIPTION

DATE APPROVED

PMI MODEL FD-0518-10 OPT 118 IS A CUSTOM BUILT 1 TO 18 GHz FREQUENCY

DISCRIMINATOR WITH 6 CHANNELS.

POWER
DIVIDER
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FREQUECNY DISCRIMINATOR- 12.5 - 18 GHz

FREQUECNY DISCRIMINATOR- 8.7 - 12.5 GHz

FREQUECNY DISCRIMINATOR- 6.1 - 8.7 GHz

FREQUECNY DISCRIMINATOR- 4.2 - 6.1 GHz

FREQUECNY DISCRIMINATOR- 2.0 - 4.2 GHz

FREQUECNY DISCRIMINATOR- 1.0 - 2.0 GHz
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DESCRIPTION

PMI MODEL FD-0518—-10 OPT 118 IS A CUSTOM BUILT 1 TO 18

DISCRIMINATOR WITH 6 CHANNELS.
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DODOD

®

AMP
_l>_|> BPF FREQUECNY DISCRIMINATOR- 12.5 - 18 GHz
AMP
_|>_|> BPF FREQUECNY DISCRIMINATOR- 8.7 - 12.5 GHz
AMP
_l>_l> BPF FREQUECNY DISCRIMINATOR- 6.1 - 8.7 GHz
AMP
_|>_l> BPF FREQUECNY DISCRIMINATOR- 4.2 - 6.1 GHz
AMP
BPF FREQUECNY DISCRIMINATOR- 2.0 - 4.2 GHz
FREQUECNY DISCRIMINATOR- 1.0 - 2.0 GHz
5 3dB 3dB §
(BAND PASS FILTER)
AMP AMP
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