Description:

Part Number 27313540 (Model Number VVA-1G4G-CD-SFF-1)isa 1 -4 GHz
attenuator. It is supplied in our standard PE2 housing that can be used as a
SMA connectorized or a surface mount component.

This model provides the following performance. Data is available upon request.

Specifications:

Frequency Range: 1to4 GHz

Insertion Loss: 2dB Typ

Attenuator Range: Insertion Loss to 15 dB Min.
Attenuation Flatness +/-0.5 dB Typ.

Control: 0 to +5VDC.

0V => 20 dB Typ Attenuation
+3V = 15 dB Typ Attenuation
+5V = Insertion Loss

VSWR: 2.0:1 Typ (At Insertion Loss State)
Input Power: +18 dBm CW (No Damage) Max
Input Power for .025dB

Compression: +4 dBm Typ

Connectors: SMA (F)

Housing: PE2

Features:

Standard Operating Temperature -55 to +85 Deg. C

Available Options:
Various Package Types
Various Connector Types
Temperature Compensation
Hermetic Sealing
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PE2 HOUSING WITHOUT CARRIER (SURFACE MOUNT)
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Mil-STD-883 Screening Available 2 PLACES.
Environmental Ratings:
Temperature: -55 to +85 Deg. C (Operating)
-65 to +125 Deg. C (Storage)
Humidity: MIL-STD-202F, METHOD 103B COND B. UNLESS OTHERWISE SPECIFIED 7311—F GROVE ROAD
Shock: MIL-STD-202F, METHOD 213B COND B. DIMENSIONS ARE IN INCHES sopRovas onTe FREDERICK, MARYLAND
. . TOLERANCES ARE: MATERIAL: ORAW
Altitude: MIL-STD-202F, METHOD 105C COND B. FRAGTIONS DECIMALS ANGLES | 808116 Alurminum SFK 1111710 | e OUTLINE DRAWING
Temperature Cycle: MIL-STD-202F, METHOD 107D COND A + XX % 0.010 E= ENISHE e VVA-1G4G-CD-SFF-1
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