DESCRIPTION:

PMI MODEL NUMBER PSC-200M18G-CD-SFF IS A 0.5 TO 18.0 GHz, WIDEBAND FREQUENCY

DIVIDER WITH DIVIDE RATIO OF 4.

SPECIFICATIONS:

® INPUT FREQUENCY RANGE:-
® OUTPUT FREQUENCY RANGE:-
e FIXED DIVIDE RATIO:-

® INPUT-POWER RANGE: -
(0.5 TO 1.0 GHz)

e INPUT-POWER RANGE: -
(1.0 TO 2.0 GHz)

® INPUT-POWER RANGE:
(2.0 TO 12.0 GHz)

® INPUT-POWER RANGE: -
(12.0 TO 16.0 GHz)

e INPUT-POWER RANGE: -
(16.0 TO 18.0 GHz)

e OUTPUT POWER:-

® SSB PHASE NOISE (100 KHz OFFSET):-

® DC POWER SUPPLY:-
® SUPPLY CURRENT: -
® CONNECTORS:

® SIZE: -

® FINISH

ENVIRONMENTAL RATINGS:

o TEMPERATURE: -

0.5TO 18.0 GHz
0.125TO 4.5 GHz

-4TYP
- +3 dBm MIN, +5 dBm TYP, +10 dBm MAX

--10 dBm MIN, 0 dBm TYP, +10 dBm MAX
--15dBm MIN, 0 dBm TYP, +10 dBm MAX

--15dBm MIN, 0 dBm TYP, +3 dBm MAX

=10 dBm MIN, 0 dBm TYP, +3 dBm MAX

-7 dBm MIN, -4 dBm TYP

--147 dBc/Hz TYP
-9V MIN, 12V TYP, 15V MAX
- 110 mA TYP, 125 mA MAX
-SMA (F)

-1.250" X 1.250" X 0.563"

- PAINTED BLUE

- -40°C TO +85°C (OPERATING)

-55°C TO +100°C (STORAGE)

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

ALL DIMENSIONS ARE IN INCHES
TOLERANCES:
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PMI CONFIDENTIAL AND PROPRIETARY

WEBSITE:
E-MAIL:

FREDERICK, MARYLAND 21704 USA
TEL: 301-662-5019 FAX: 301-662-1731

ISO 9001 CERTIFIED

7311-F GROVE ROAD

www.pmi-rf.com

PLANAR MONOLITHICS INDUSTRIES, INC.

P

\E fA !}\@A 17

PRODUCT FEATURE

DATE
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