REVISIONS
DESCRIPTION DATE

DESCRIPTION ORIGINAL RELEASE 04/02/20

PMI MODEL PS-360-2832-5-292FF IS A HIGH SPEED 28.0 TO 32.0 GHz ECN # 22-0075 06/09/22
FREQUENCY RANGE PHASE SHIFTER WITH THE CAPABILITY FOR PHASE SHIFTING FROM

O TO 349 DEGREES. 10 LOGIC INPUT LINES ALLOW VARIOUS PHASE SHIFT WITH AN

LSB OF 0.35 DEGREES. el

]
(@) C

15—PIN_CONNECTOR PIN—OUT

PIN FUNCTION
CTL1_(LSB)
CTL2

SPECIFICATIONS AT 25°C CTL3

® FREQUENCY RANGE: -+« vovnn .. .28.0 TO 32.0 GHZ gtg

INSERTION LOSS:- «++vovvenn -12.5 dB MAX CTL6
VSWR INPUT/OUTPUT: 2.5:1 MAX iyl Lo
CTLe [

CONTROL BITS CIL1D (MSE) o )

CONNECTOR, B —| |— 013

©0.100 THRU-HOLE, 4 PLACES

® SWITCHING SPEED: - oo :500 ns MAX
® POWER SUPPLY: « oo 415 V @ 90 mA MAX

—-15 V @ 60 mA MAX
RF CONNECTORS: - - viie e -2.92mm FEMALE INPUT & OUTPUT
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PLANAR
MONOLITHI
INDUSTRII

CONTROL TTL THRU "D” MULTIPIN CONNECTOR
o .1.29” X 1.75” X 0.50”
FINISH PAINTED BLUE
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[] 15 PIN MICRO-D

CONNECTOR
017 —
PIN 1
o 1B

ENVIRONMENTAL RATINGS 7311-F GROVE ROAD

FREDERICK, MARYLAND 21704 USA

o TEMPERATURE: - -+ - -+ -+ - —40 °C TO +85°C (OPERATING) TEL: 301-662-5019 FAX: 301-662-1731
—65 *C TO +100 ‘C (STORAGE) WEBSITE: T mi-ft.com

o HUMIDITY: . .. .............. MIL—STD—202F, METHOD 103B COND. ISO 9001 CERTIFIED

e SHOCK: MIL—-STD—202F, METHOD 213B COND. TME PRODUCT FEATURE

MIL—STD—202F, METHOD 204D COND. eeroms e
MIL—STD—202F, METHOD 105C COND. — PS—-360-2832—-5-292FF-0PT10B

h4/02/2(
o TEMPERATURE CYCLE: - - - MIL—STD—202F, METHOD 107D COND. ALL DIMENSIONS ARE IN INCHES mwuwm S— 28 TOD wgﬁo GHZ PHASE SHIFTER
. C G TOLERANCES: ' -
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