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DESCRIPTION

PMI MODEL NO.: PS—360-DC—3 OPTION 618—-15D—10R712R75 IS AN 8—BIT DIGITAL
CONTROLLED PHASE SHIFTER OPERATING FROM THE 10.7 TO 12.75 GHz FREQUENCY
RANGE. THE PHASE SHIFTER HAS A 360" RANGE AND IS HIGH SPEED.

MECHANICAL OUTLINE
SPECIFICATIONS

FREQUENCY RANGE: ------ .- ... -10.7 — 12.75 GHz SMA(F) REMOVABLE, | 0
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1.7:1 MAXIMUM
PHASE ERROR: -« ooovoon -£10" MAXIMUM (PEAK TO PEAK)
AMPLITUDE ERROR: +1.0 dB MAXIMUM
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SERIAL NO: PLXXXXX/XXXX

o
o]
@

d|

POWER SUPPLY:

0.25

CONNECTORS:
e INPUT/OUTPUT:
e POWER & CONTROL:

15 PIN MICRO-D,
MALE CONNECTOR

SMA FEMALE

15 PIN MICRO-D

(L) 1.60 X (W) 1.75” X (H) 0.50”
*EXCLUDING MOUNTING HOLES + CONNECTOR

CONNECTOR TABLE

FUNCTION

FUNCTION

BLUE EPOXY POLIMIDE COATING IAW MIL-C-22750,

GROUND

90°

TYPE | OVER EPOXY POLIMIDE PRIMER

+5V

180° (MSB)

IAW MIL-P-23377, TYPE |, CLASS 1 OR 3.

-12V 1O -15V

N/C

14° (LSB)

45°

2.8°

GROUND

5.6°

N/C

22.5°

N/C

[oo] IaN] Kol [S7] =N [OF] | ) B

11.3°

ENVIRONMENTAL RATINGS:

® TEMPERATURE: -« -« - —55°C TO +85°C (OPERATING)
—65°C TO +125°C (STORAGE)
MIL—STD—202G, METHOD 103B COND. B (96 HRS AT 95%)
MIL—STD—202G, METHOD 213B COND. B (75 G, 6 MSEC)
MIL—STD—202G, METHOD 204D COND. B (0.06” DOUBLE
AMPLITUDE OR 15G, WHICHEVER IS LESS)

e ALTITUDE: MIL—STD—202G, METHOD 105C COND. B (50,000 FT.)

e TEMPERATURE CYCLE: - - - .- -MIL—STD—202G, METHOD 107D COND. A

ALL DIMENSIONS ARE IN INCHES
TOLERANCES:
XXX £0.020
X XXX £0.010

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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PMI MODEL NO.: PS—360-DC—3 OPTION 618—-15D—10R712R75 IS AN 8—BIT DIGITAL

PRELIMINARY 2/15/18
CONTROLLED PHASE SHIFTER OPERATING FROM THE 10.7 TO 12.75 GHz FREQUENCY

RANGE. THE PHASE SHIFTER HAS A 360" RANGE AND IS HIGH SPEED.

FUNCTIONAL BLOCK DIAGRAM
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