DESCRIPTION

PMI MODEL PE2-24-8D5G9D5G-4R8-18-SFF IS A LOW NOISE AMPLIFIER THAT OPERATES FROM 8.5 TO 9.5
GHz.

SPECIFICATIONS
FREQUENCY RANGE: 8.5T0 9.5 GHz

RF GAIN: 20 dB TYPICAL, 16 dB MINIMUM
GAIN FLATNESS: +0.75 dB MAXIMUM

REVISIONS

DESCRIPTION DATE APPROVED

PRELIMINARY 7/9/2018

MECHANICAL OUTLINE
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NOISE FIGURE: 4.2 dB TYPICAL, 4.8 dB MAXIMUM ]
0.130 MAX GND FOR SMH ONLY

OP1dB COMPRESSION: +18 dBm MINIMUM
INTERCEPT POINT
3rd ORDER TWO TONE: +28 dBm MINIMUM
2nd HARMONIC: +35 dBm MINIMUM
VSWR INPUT/OUTPUT: 2.0:1 MAXIMUM/1.7:1 MAXIMUM
DC CURRENT: 250 mA TYPICAL, 300 mA MAXIMUM
DC OPERATING VOLTAGE: +12 V MINIMUM, +18 V MAXIMUM

SHORT TERM (1 HOUR) CW INPUT
LEVEL: +18 dBm MAXIMUM

PEAK PULSED (10 ps) INPUT LEVEL: - +23 dBm MAXIMUM
SIZE: 1.116" x 0.660" x 0.320"
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MOUNTING SURFACE
FREE OF PAINT

RF CONNECTORS: SMA FEMALE

ENVIRONMENTAL RATINGS

e TEMPERATURE: -30 °C TO +75 °C (OPERATING)
-40 °C TO +75 °C (STORAGE)

e HUMIDITY: 95% RH @ 40°C
e SHOCK: 5 G/20 ms
e VIBRATION: 2 TO 8 Hz, 10 mm FULLSWING

ALL DIMENSIONS
ARE IN INCHES [mm]
TOLERANCES:
XXX +0.020
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE X XXX +0.010

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION PMI CONFIDENTIAL AND PROPRIETARY
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FREDERICK, MARYLAND 21704 USA
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