REVISIONS

DESCRIPTION ' SRELIMINARY WAL

THE MODEL P2T-218-80-T—SFF—-OPT818 IS AN ABSORPTIVE SINGLE
POLE-TWO THROW, SOLID—STATE SWITCH THAT OPERATES OVER 8-—18GHz
WITH 2.5dB INSERTION LOSS AND 80dB ISOLATION.

#0.012 x 0.029”
RF PIN
3 PLACES

SPECIFICATIONS -
FREQUENCY RANGE: - /8.0 TO 18.0 GHz . oo (3 SMA (F) REMOVABLE

FSCM 05XQ0

3 PLACE

INSERTION LOSS: - - - .2.5 dB Typical, 2.75dB Maximum SP2TSWITCH  J3 m
MODEL NO: P2T-218-80-T-SFF-OPT818

|SO|_AT|ON 80 d B Minim u m SERIAL NO: PLXXXXX/XXXX
VSWR IN/OUT .0 : 1 Maximum
OPERATING INPUT POWER +20 dBm CW Maximum
SURVIVAL INPUT POWER ----- -1 Watt CW Maximum 20092 RV
SWITCHING SPEED:- ----------- -50ns Typical, 100ns Maximum

DC VOLTAGE AND CURRENT- .- 45VDC @ 75mA Maximum
—5VDC @ 50mA Maximum

CONTROL: TTL LOGIC "0" = J1 — J2
TTL LOGIC "1" = J1 — J3

Epoxy Painted Blue
1.2” X 1.0" X 0.5”

PMI CONFIDENTIAL AND PROPRIETARY

FREDERICK. MARYLAND 21704 USA
ENVIRONMENTAL RATINGS TEL. 301-662-5019 FAX: 301-662-1731

o TEMPERATURE: - .. - —55°C TO +85'C (OPERATING) WEBSITE: www.pmi-rf.com

. . E-MAIL: sales@pmi-rf.com
—65'C TO +125°C (STORAGE) ISO 9001 CERTIFIED

PLANAR MONOLITHICS INDUSTRIES, INC.

e HUMIDITY:. .. ............. MIL—STD—202F, METHOD 103B . TLE
e SHOCK: MIL—STD—202F, METHOD 213B PR . PRODUCT FEATURE

MIL—STD—202F, METHOD 204D . S P2T—218—80—T—SFF—0PT818
MIL—STD—202F, METHOD 105C ) K. MASON |4/18/15
o TEMPERATURE CYCLE: - - - - MIL—STD—202F, METHOD 107D ) feL DIMENSIONS ARE IN INCHES I eieaien SIZE [ FSoM No. oW No.

XXX +0.020 Al 05XQ0 27015181

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE X.XXX £0.010 |SSUED
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION WEIGHT: X.XX oz. scAEe N:S




