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DESCRIPTION DATE APPROVED

PRELIMINARY 12/8/15

DESCRIPTION

PMI MODEL: CL5D5G-600-CD-SFF IS A COMBLINE BANDPASS FILTER CENTERED AT 5.5 GHz
AND WITH A 600 MHz PASSBAND. THE FILTER FEATURES HIGH OUT OF BAND REJECTION
AND LOW PASSBAND INSERTION LOSS. THE HOUSING IS EQUIPPED WITH SMA-F
CONNECTORS.

MECHANICAL OUTLINE

SPECIFICATIONS

CENTER FREQUENCY:

1.dB BANDWIDTH: 600 MHz
PASSBAND VSWR: 2.0:1 MAX
PASSBAND INSERTION LOSS:-- 1.0 dB MAX
ATTENUATION AT 4.0 GHz:—- 50 dB MIN OUOTR

CL5D5G-600-CD-SFF
SERNO  PLXXXXX/XXXX

ATTENUATION AT 7.0 GHz:—— 50 dB MIN
POWER HANDLING: +40 dBm MAX
GROUP DELAY: 0.2 ns MAX

CONNECTORS: | @ | 0.500
SIZE: 2.5X 1.0 X 0.75 INCHES ' : ?% f
WEIGHT: 1.50Z TYP

0.730
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2380——~  —] 0375
SMA-F
2 PLACES 0-80 UNC TAPPED
0.15 DEEP
4 PLACES

ENVIRONMENTAL RATINGS PLANAR MONOLITHICS INDUSTRIES, INC.
TEMPERATURE:; -======mmmmmmmeeem -55 °C TO +85 °C (OPERATING) 4921 ROBERT J. MATHEWS PKWY SUITE 1 o

-65 °C TO +125 °C (STORAGE) EL DORADO HILLS, CA 95762 USA
HUMIDITY: MIL-STD-202F, METHOD 103B COND. B TEL: (916)-542-1401, FAX: (916) 265-2597

. ) ~ WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com
SHOCK: MIL-STD-202F, METHOD 213B COND. B ISO 9001 CERTIFIED
VIBRATION: MIL-STD-202F, METHOD 204D COND. B e
ALTITUDE: MIL-STD-202F, METHOD 105C COND. B APPROVALS OATE PRODUCT FEATURE
TEMPERATURE CYCLE: MIL-STD-202F, METHOD 107D COND. A ORAWN CL5D5G-600-CD-SFF

ALL DIMENSIONS ARE IN INCHES ba 12/8/15
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE TOLERANCES:

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION XXX 0,020 CHECKED FSCMNO. DWG NO.
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