REVISIONS

DESCRIPTION DATE APPROVED

ORIGINAL RELEASE 12/3/15

DESCRIPTION

PMI MODEL: APD-4-26D3G40G-20W-292FF IS A 4 WAY DIVIDER
OPERATING BETWEEN 26,5 TO 40 GHz.

MECHANICAL OUTLINE

2.060
[52.31

SPECIFICATIONS
o FREQUENCY RANGE: 265 TO 40 GHz %ng]
* (ABOVE 6008 <2.4 oB
ISOLATION: 218 dB
VSWR: <161 J1
AMPLITUDE BALANCE: < 0.4 dB o PLANAR

PHASE BALANCE: =< £5° - “PMI MONOLITHICS
POWER HANDLING: — INPUT <20 Watt ' Nz
OUTPUT <05 Watt INDUSTRIES

IMPEDANCE: —— 50 Q 38 4 WAY DIVIDER

_ _O) MODEL NO:
PORT CONNECTORS: 2.92mm FEMALE APD-4-26D5G40G-20W-292FF
FINISH: PAINTED BLUE SERIAL NO:
PLXXXXXIXXXX

g

PMI CONFIDENTIAL AND PROPRIETARY

ENVIRONMENTAL RATINGS PLANAR MONOLITHICS INDUSTRIES, INC.

. _ ° ° 7311-F GROVE ROAD
TEMPERATURE: 59 °C O +105 °C COPERATING FREDERICK, MARYLAND 21704 USA

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEL: (301)-662-5019, FAX: (301)-662-1731
TEMPERATURE WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.co
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE ISO 9001 CERTIFIED
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ALL DIMENSIONS ARE IN INCHES
TOLERANCES: YARB 12/3/15
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