DESCRIPTION . REVISIONS

PMI MODEL: 11DP-3D8G/12G-CD-SFF IS A DIPLEXER BANDPASS FILTER WITH SMA FEMALE

CONNECTORS INPUT AND OUTPUT. THE LOW PASSBAND COVERS 3.4 TO 4.2 GHz AND THE
HIGH PASSBAND COVERS 10.9 TO 13.1 GHz. THE CHANNEL TO CHANNEL ISOLATION IS
GREATER THAN 70 dB.

ORIGINAL RELEASE 04/24/15 K24

SPECIFICATIONS MECHANICAL OUTLINE

e LOW PASSBAND (BPF1)————— 3.4 TO 4.2 GHz MIN
HIGH PASSBAND (BPF2):———— 10.9 TO 13.1 GHz MIN
INSERTION LOSS (PASSBAND):— <1 dB DIPLEXER
RETURN LOSS (PASSBAND):— 15 dB 10P-3056/126.co5FF (>
CHTO CH ISOLATION:—— >70dB ‘ FecHiosico SERIAL NO:

PLXXXXX/XXXX
FINISH: BLUE EPOXY POLIMIDE COATING IAW MIL-C-22750,
TYPE | OVER EPOXY POLIMIDE PRIMER IAW
MIL-P-23377, TYPE I, CLASS 1 OR 3.
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PMI CONFIDENTIAL AND PROPRIETARY

Frequency (GHz) 7311-F GROVE ROAD
ENVIRONMENTAL RATINGS FREDERICK, MARYLAND 21704 USA

TEL: (301)-662-5019, FAX: (301)-662-1731
e TEMPERATURE: ———— 0 °C TO +55 °C (OPERATING) WEB: i-rf EMAIL: sal iorf
65 °C TO +125 °C (STORAGE) : www.pmi-rf.com, : sales@pmi-rf.com

ISO 9001 CERTIFIED
e HUMIDITY: MIL-STD-202F, METHOD 103B COND. B

TITLE

e SHOCK: MIL-STD-202F, METHOD 213B COND. B PRODUCT FEATURE
* VIBRATION: MIL-STD-202F, METHOD 204D COND. B 11DP-3D8G/12G-CD-SFF

DRAWN

e ALTITUDE: MIL-STD-202F, METHOD 105C COND. B ALL DIMENSIONS ARE IN INCHES CIB 04/24/15 3.4TO 4.2 GHz & 10.9 TO 13.1 GHz DIPLEXER

TOLERANCES:

* TEMPERATURE CYCLE: MIL-STD-202F, METHOD 107D COND. A XX 50020 oo

X XXX +0.010
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE A OSXQO 27025351

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION ISSUED
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