DESCRIPTION

PMI MODEL: PMIX-L4G20G-R2G18G-1100M4G-MAH IS AN ACTIVE MIXER WITH AN INTEGRATED LO AMPLIFIER.

THIS COMPACT PACKAGE OFFERS THE FOLLOWING SPECIFICATIONS.

SPECIFICATIONS

RF PORT

o FREQUENCY RANGE:
e AMPLITUDE:

LO PORT
e FREQUENCY RANGE:
e AMPLITUDE:

e +VDC (INTERNAL AMP):

+5 dBm NOMINAL

4-20 GHz
+10 dBm NOMINAL
+12VDC @ 160 mA TYPICAL

REVISIONS

DESCRIPTION

DATE

APPROVED

PRELIMINARY

8/25/17

MECHANICAL

OUTLINE
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IF PORT PLANAR

MONOLITHICS
e FREQUENCY RANGE: 100 MHz - 4 GHz Lo NDUSTRIES
e AMPLITUDE:

ACTIVE MIXER
-8 dBm NOMINAL

PMIX-L4G20G-R2G18G-1100M4G-MAH
SERIAL NO: PLXXXXX/XXXX

FINISH: GOLD PLATED . O
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PLANAR MONOLITHICS INDUSTRIES, INC.
7311-F GROVE ROAD _

FREDERICK, MARYLAND 21704 USA
TEL: (301)-662-5019, FAX: (301)-662-1731 o=
WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com \{
ISO 9001 CERTIFIED

ENVIRONMENTAL RATINGS

TEMPERATURE: -40 °C TO +85 °C (OPERATING)
-65 °C TO +125 °C (STORAGE)
MIL-STD-202, METHOD 1038 COND. B
MIL-STD-202, METHOD 2138 COND. B

MIL-STD-202, METHOD 204D COND. B APPROVALS DATE

PRODUCT FEATURE
PMIX-L4G20G-R2G18G-1100M4G-MAH
ALTITUDE: MIL-STD-202, METHOD 105C COND. B e ™ 999
TEMPERATURE CYCLE: MIL-STD-202, METHOD 107D COND. A

8/25/17 ACTIVE MIXER
TOLERANCES:
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE

XXX+ 0.508 [0.020] CHECKED FSCM NO. DWG NO.
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

HUMIDITY:
SHOCK:
VIBRATION:

X.XXX +0.254 [0.010] A OSXQO PRELIMINARY
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