REVISIONS

DESCRIPTION . semeon

ORIGINAL RELFASE

THE MODEL P8T—500M40G—50-T—55—SFF IS A HIGH SPEED, S ToE%z’fnrlB?ﬁﬁizupdqte)
SINGLE POLE, EIGHT THROW, ABSORPTIVE SWITCH CAPABLE OF '

SWITCHING WITHIN 50ns. THE FREQUENCY 4.00
RANGE IS 0.5 TO 40.0 GHz AND THIS SWITCH HAS OVER
50dB OF ISOLATION.

SPECIFICATIONS
FREQUENCY RANGE: 0.5 TO 40.0 GHz 370

|
ISOLATION: ++ oo -50dB MIN ' '
INSERTION LOSS- -+ ooviiiev -10dB MAX %%%%%%%%
VSWR IN/OUT -« oo .3.0:1 TYP. —
OPERATING INPUT POWER- -+ +20dBm CW e PN s C} @

0.25 —]

H INDUSTRIES

SWITCHING SPEED- -~ 50 nSEC TYP. —/ wmnus
DC VOLTAGE AND CURRENT---+5VDC @ 70mA : Model No: PBT—500M40G—50—T—55-SFF
_5VDC @ 20mA Serial No: PLXXXX\XXXX

CONTROL SIGNAL: -+ - “EIGHT LINE TTL 5 e 6 e +v -v @
CONTROLS J1—-J2 IR T
CONTROLS J1—-J3 ) — MOUNTING HOLES
CONTROLS J1-J4 4X 80.125 THRU
CONTROLS J1-J5
CONTROLS J1—-J6
CONTROLS J1-J7
CONTROLS J1-J8
CONTROLS J1-J9

"0" ISOLATION
1" INSERTION LOSS . &

CONNECTORS 2.92mm (F) .
FINISH - - GOLD PLATED ’ PMI CONFIDENTIAL AND PROPRIETARY

4.0” X 1.5” X 0.47 PLANAR MONOLITHICS INDUSTRIES, INC.

FREDERICK, MARVLAND 21704 USA

ENVIRONMENTAL RATINGS TEL: 301-662-5019 FAX: 301-662-1731 PMI

o TEMPERATURE: - - - - .. - —54'C TO +95'C (OPERATING) WEBSITE: www.pmi-rf.com uRENmEy,
65°C TO +125°C (STORAGE E-MAIL: - sales@pmi-rf.com W

HUMIDITY: &n_ STD 2-C')-2F ME'I('HOD 103)5 COND SO 9001:2000 CERTIFIED

° — — , . e

o SHOCK: MIL—STD—202F, METHOD 213B COND. — — PRODUCT FEATURE

o VIBRATION: MIL—STD—202F, METHOD 204D COND. P8T—-500M40G—-50—-T—55—SFF

o ALTITUDE: MIL—-STD—-202F, METHOD 105C COND. l?;:w PALACTFO 5/18/11 0.5 TO 40.0 GHz HIGH SPEED SWITHC 8 THROW
o TEMPERATURE CYCLE: - - - - MIL—STD—202F, METHOD 107D COND. T AR TIONS ARE I INCHES I gegice SZE [ FSoM M. oWS 0.

XXX £0.020 A| 05XQ0 27014821

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE X.XXX _ +0.010 1SSUED
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION WEIGHT: 2.75 oz. scae N:S

E6




